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Geritemodelle - Ubersicht / Model types - Overview / &

DE Gewerbliches Kuihl-/Gefriergerat / Commercial refrigerating appliance / 24 & Y2/ HS 2 x|
AuBenabmessungen /
EN Modeglséll\/lodel Typ%/_gpe Dimeni_cilcir;s i
_ LxTxH / WxDxH
NUCAB
NUCAB AT 150
NUCAB VT 150 B 808(B) (M) B 808(B)(M)N | - B 808NB 680 x 650 x 895
NUCAB CC 150
NUCAB VT 200
NUCAB CC 200 B 808(B) (M) B 808(B)(M)N | — B 808NB 1,000 x 650 x 895
NUCAB AT 200 B 806(B) (M) B 806(B)(M)N | - B 806NB 1,000 x 650 x 895
NUCAB VT 300
NUCAB CC 300 B 806(B) (M) B 806(B)(M)N | — B 806NB 1,250 x 650 x 895
NUCAB AT 300 B 807(B) (M) B 807(B)M)N | - B 807NB 1,250 x 650 x 895
OB o 400 | B 807(B) (M) B 807(B) (MIN | - B8O7NB | 1,500 x 650 x 895
NUCAB AT 400 B 809(B) (M) B 809(B)(M)N | - - 1,500 x 650 x895

RIO H 68 ° 0@\ M | 8 E0EIM g gz0m0E | 5 E3NE 680 x 650 x 880
M iReits - - - DR 680 x 650 x 880
RIO H 100 °S0EIRIM 18 E0EIM B a3040E | 5 S30NG | 1,000 x 650 x 880
91005 (©- = = = o B3 | 1,000 x 650 x 880
RIOH 125 PEIEEM B EEIM g g3 | po3INe | 1250 x 650 x 880
RIO H 150 0 3e®EM | BEEEIM g gze | BESSE | 1500x650 x 880
RIOH 175 °2BIRM | BEISEIM - 1,750 x 650 x 880
RIO S 68 °S0®EM | 8 E0EM g gz0mE | §S3NE 680 x 650 x 880
RIO'S 100 PEIEEM | BEIEIM g g3iroe  BE3INE | 1,000 650 x 880
RIOS 125 °SeBIRM | BEIEIM I pg3e | BEENE | 1250 x 650 x 880
RIOS 150 P EREIRM I BEBNEIM  Tpg3zE |- 1,500 x 650 x 880
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Gewerbliches Kuhl-/Gefriergerat / Commercial refrigerating appliance / 2 & A2/ HS 2 x| DE
AuBenabmessungen /

Dimensions [mm]
ool 79 x| EN

L mon | e | Rese ) Reotn | G I
= 3L B
0

B 835(B)(F) (M) | B 835(B) (M)
RIOS 175 5) NC5) - 1,750 x 650 x 880

Modell / Model Typ/Type

SAO PAULO
B 830(B)(F)(M) | B 830(B) (M) B 830NB

SAOPAULOH 68 | © % e B 830(K)E | o saonn 678 x 709 x 880

SAO PAULO H B 831(B)(F)(M) | B 831(B)(M) B 831N\B

s = e B 831(KE | o o3 NP 998 x 709 x 880

SAO PAULO H B 832(B)(F)(M) | B 832(B)(M) B 832N\B

A = s B832E | DS32B | 1,248 %709 x 880

SAO PAULO H B 832(B)(F)(M) | B 832(B)(M) B 832N\B

e g i B832E | DO3B | 1348 x 756 x 927

SAO PAULO H B 833(B) (F) (M), E Sii?'ﬁn (M) | BS33E B832NB | 4 498« 709 x 880

150 B 832-5 s B 833N\B :

SAO PAULO H B 833(B)(F)(M) | B 833(B)(M) )

e = hies B 833E 1,748 x 709 x 880

SAO PAULO H B 833(8)(F)M), | ¢ §§§<Né> oy Besze  BS3NB || oos 0oy eso

150 LOW B 832-5 e B83s\NB | I

SAO PAULO H

175 BESS®EM | BEISE®M | ggzze |- 1,748 X 709 X 880

SHANGHAIH 68 | B 830(B)(F)(M) | B 830(B)(M)N | B 830(K)E g gggmg 680 x 653 x 884
B 830NB

SHANGHAIH 100 | B 830(B)(F)(M) | B 830(B)(MIN | B 830(K)E | g S30NE | 1,000 x 653 x 884
B 831NB

SHANGHAIH 125 | B 831(B)(F)(M) | B831B)(MN | B831(E | B 53108 | 1,250 x 653 x 884

SHANGHAIH 150 | B 832(B)(F)(M) | B 832(B)(M)N | B 832E B 832NB 1,500 x 653 x 884

SHANGHAIH 175 | B 833(B)(F)(M) | B 833(B)(M)N | - - 1,750 x 653 x 884
B 830NB

SHANGHAI'S 68 B 830(B)(F)(M) | B 830(B)(M)N | B 830(K)E B 836NB 680 x 653 x 883
B 831NB

SHANGHAI'S 100 | B 831(B)(F)(M) | B831(B)(M)N | B 831(K)E B 837NB 1,000 x 653 x 883
B 832NB

SHANGHAI'S 125 | B 832(B)(F)(M) | B 832(B)(M)N | B 832E B 838\B 1,250 x 653 x 883

SHANGHAI'S 150 | B 833(B)(F)(M) | B 833(B)(M)N | B 833E - 1,500 x 653 x 883

SHANGHAI'S 175 | B 835(B)(F)(M) | B835(B)(M)N | - - 1,750 x 653 x 883
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Symbolerklarung

Signalworter bezeichnen den Risikograd der Gefahrdung.

EN Signalwérter | Bedeutung

KOR

ﬂ Sicherheits- und Warnhinweise sind in dieser Anleitung durch Symbole und Signalworter gekennzeichnet.

n Gefahrdung mit mittlerem Risikograd. Kann Lebensgefahr oder eine schwere
WARNUNG Verletzung zur Folge haben, wenn sie nicht vermieden wird.

n Gefahrdung mit niedrigem Risikograd. Kann eine geringfligige oder maBige
VORSICHT Verletzung zur Folge haben, wenn sie nicht vermieden wird.
Einzelner Hinweis oder wichtige Sammelhinweise, zur Vermeidung von Ma-
HINWEIS terial- oder Sachschaden.

Symbole Bedeutung

Allgemeines Warnzeichen

Warnung vor elektrischer Spannung

Warnung vor feuergeféhrlichen Stoffen

Warnung vor Rutschgefahr

> > >

Warnung vor Handverletzungen

Betreten der Flache verboten

,@/“‘\
| A
A ~—4

A .
[ ) Anleitung beachten
\\7 ///
) Handschutz benutzen
' Getrennte Sammlung von Elektro- und Elektronikgeraten
—
Nachfolgender Text gilt nur fur ein Gerat mit semiautomatischer Enteisung
- Aufzahlung
o Aufzahlung Hinweise/Sicherheits- und Warnhinweise
> Handlungsschritt/MaBnahme
— Querverweis auf eine andere Stelle im Dokument




Sicherheit

Rechtliche Hinweise

¢ Bitte lesen Sie diese Betriebsanleitung vor dem Bedienen aufmerksam durch und geben Sie diese auch an andere
Personen weiter, die mit dem Betrieb und der Wartung dieses Gerates betraut sind.

o Stellen Sie sicher, dass die Betriebsanleitung von jenen Personen gelesen und auch verstanden wird, die mit dem
Betrieb und der Wartung des Gerates zu tun haben.

e Stellen Sie sicher, dass die Betriebsanleitung vor Ort vorhanden und zuganglich ist.

e Nur unterwiesenes Personal darf das Gerat bedienen und reinigen. Nur vom Hersteller autorisiertes, fachkun-
diges Personal darf Wartungs- und Reparaturarbeiten durchfihren.

¢ Beachten Sie unbedingt die bei Ihnen vor Ort giltigen gewerberechtlichen und sicherheitstechnischen Bestim-
mungen.

Haftungsbeschrankung:

Alle Informationen und Hinweise in dieser Anleitung wurden unter Berlicksichtigung der zu diesem Zeitpunkt
geltenden Normen und gesetzlichen Vorschriften sowie Erfahrungswerten des Herstellers und der autorisierten
Servicepartner zusammengestellt. Der Hersteller Gbernimmt keine Haftung fir Schaden an Personen oder Sachen
(Gerate, Waren etc.) resultierend aus:

- Nichtbeachtung der Anleitung und der darin enthaltenen Sicherheitsvorschriften

- Nichtbeachtung der vor Ort gultigen gesetzlichen Sicherheitsvorschriften

- Nicht bestimmungsgemaBer Verwendung

- Einsatz von nicht autorisiertem und nicht geschultem Bedien- und Wartungspersonal

- Eigenmachtigen Gerateumbauten und technischen Veranderungen durch den Kunden selbst
- Einsatz vom Hersteller nicht zugelassener Ersatzteile

- Ausfall der Energieversorgung oder elektrotechnischen Sicherheitseinrichtungen

Eine Nichtbeachtung der oben angeftihrten Punkte hat zudem den Verlust der Garantieanspriiche zur Folge.

e Es gelten die gemaB Vertrag vereinbarten Verpflichtungen, die allgemeinen Verkaufs- und Lieferbedingungen
der ,AHT Cooling Systems GmbH" (im weiteren Text kurz ,,AHT") und darUber hinaus die bei Vertragsabschluss
geltenden gesetzlichen Vorschriften.

* Technische Anderungen im Zuge einer Gerateoptimierung und Weiterentwicklung behalt sich der Hersteller vor.

KOR



Sicherheit

ﬂ Allgemeine Sicherheits- und Warnhinweise
EN A warnNuNG
KOR e SchlieBen Sie auf keinen Fall ein beschadigtes Gerat an den elektrischen Stromkreis an. Kontaktieren Sie in

diesem Fall bitte sofort den AHT-Kundendienst. Es besteht sonst die Gefahr durch Stromschlag oder Kalte-
mittelaustritt.

¢ \erwenden Sie keine Mehrfach-Steckdosenleisten oder Verlangerungskabel. Es besteht infolge thermischer
Uberlastung die Gefahr von Schmorbrand und Stromschlag.

¢ Beachten Sie die Angaben am Leistungsschild, die geltenden 6rtlichen Elektrosicherheitsvorschriften sowie die
Hinweise in der Betriebsanleitung, bevor Sie das Gerat an die Stromversorgung anschlieBen. Es besteht sonst
Stromschlaggefahr und die Gefahr von Schaden am Gerat.

e Das Gerat darf nur betrieben werden, wenn alle vorgeschriebenen Sicherheitseinrichtungen vorhanden und
voll funktionsfahig sind. Es besteht sonst Verletzungs- und Stromschlaggefahr.

¢ Entfernen Sie auf keinen Fall die vom Hersteller am Gerat angebrachten Schutzvorrichtungen oder Abde-
ckungen. Es besteht Verletzungsgefahr durch rotierende oder unter Spannung stehende Teile.

¢ Nehmen Sie keine technischen Veranderungen am Gerét vor. Es besteht sonst Verletzungs- oder Stromschlag-
gefahr.

e In diesem Gerat keine explosionsfahigen Stoffe wie zum Beispiel Aerosolbehélter mit brennbarem Treibgas,
lagern.

¢ Arbeiten am elektrischen System und am Kaltesystem des Gerates dirfen nur von AHT autorisiertem und sach-
kundigem Fachpersonal ausgefihrt werden. Bei Nichtbeachtung besteht sonst die Gefahr von Stromschlag
oder Entztindungsgefahr durch ausgetretenes Kaltemittel.

¢ Beschadigte Netzanschlussleitungen dirfen nur von AHT autorisiertem Fachpersonal ersetzt werden. Es besteht
sonst Stromschlaggefahr.

e \Vor Arbeiten an der elektrischen Anlage und am Kaltesystem muss das Gerate-/Licht-Netzanschlusskabel
gezogen werden, damit das Gerat vollstandig spannungsfrei ist. Sichern Sie das Gerat gegen unbeabsichtigtes
Wiedereinschalten. Es besteht sonst Stromschlaggefahr.

¢ HeiBdampf von Dampfreinigern und unter hohem Druck stehendes Wasser von Hochdruckreinigern kénnen
die elektrische Isolation, eingebaute Elektro- und Elektronikgerate sowie den Kaltemittelkreislauf beschadigen.
Verwenden Sie daher keine Dampf- und Hochdruckreiniger fur die Reinigung.

A VORsICHT

e Steigen Sie nicht auf den Deckel oder in das Gerat. Es besteht Verletzungsgefahr durch Materialbruch.

¢ Die Lagerung von Flaschen jeglicher Art in Gefriergeraten ist verboten. Glasflaschen mit Flissigkeiten kénnen
beim Frieren bersten und Schnittverletzungen verursachen.

e Es diurfen keine Gegenstande auf dem Gerat abgestellt werden. Es besteht sonst Verletzungsgefahr durch
herabfallende Gegenstande.

¢ Beim Beladen von Gefriergeraten mit gefrorener Ware kann es zu Erfrierungen an den Héanden kommen.
Verwenden Sie daher Schutzhandschuhe.

¢ Ein mdgliches Auslaufen vom Abtauwasser aus dem Gerat kann auftreten und muss umgehend entfernt
werden. Vorsicht, es besteht die Gefahr des Ausrutschens.

e Scharfe Geratekanten kénnen bei der Reinigung zu Schnittverletzungen an den Handen fthren. Verwenden
Sie daher Schutzhandschuhe.

e Mechanische Beschadigungen am Gerat durch z.B. Korbwagen, welche die technische Funktion nicht beein-
trachtigen, massen durch den Marktbetreiber behoben werden. Bei Beschadigungen am Kaltesystem oder am
elektrischen System ist umgehend der AHT-Kundendienst zu verstandigen. Es besteht sonst Verletzungsgefahr
von Personen.

10



Sicherheit

¢ Verletzungsgefahr beim SchlieBen des Glasklappdeckels. Hande kénnen eingeklemmt werden.
» Glasklappdeckel rechtzeitig vor dem SchlieBen loslassen.
» Hande nicht auf den Abdeckrahmen legen.

e Das Wechseln der Leuchtstoffréhre darf nur durch eine elektrotechnisch geschulte Fachkraft erfolgen. Es
besteht Verletzungsgefahr durch Glasbruch.

¢ Das Geréat darf nur in waagrechter Gebrauchslage, auf den dafir vorgesehenen Rollen stehend, transportiert,
gelagert oder betrieben werden.

¢ Kontrollieren Sie das Gerat sofort nach der Anlieferung auf Transportschaden und Funktion. Sollten Sie dabei
Mangel feststellen, reklamieren Sie diese sofort beim AHT-Kundendienst. — Die Kontaktadresse finden Sie in
Kapitel 16.

» Achten Sie beim Auspacken des Gerates darauf, ob sich lose Gegenstande in der Verpackung befinden. Bevor Sie
diese losen Teile entsorgen, klaren Sie bitte vorher ab, ob diese nicht zum Gerat oder Geratezubehdr gehoren.

¢ Das Bedienpersonal (Marktpersonal) ist durch den Marktleiter unter Zuhilfenahme der Betriebsanleitung zu
unterweisen.

¢ Der Betrieb des Gerates hat in der am Leistungsschild angegebenen Klimaklasse zu erfolgen. Wir weisen darauf
hin, dass bei einem Betrieb oberhalb der in der Klimaklasse angegebenen Werte mit einer sinkenden Energie-
effizienz und bei starker Uberschreitung mit einer Funktionseinschrankung zu rechnen ist.

* Die Bauteile des Gerates dirfen nicht Gber 70°C (158 °F) erwarmt werden. Setzen Sie das Gerat deshalb nicht
der direkten Sonnenbestrahlung aus und strahlen Sie nicht mit energiereichen Warmequellen (Punktstrahlern)
in das Gerat.

e Damit das Gerat richtig arbeitet, darf die Umgebungstemperatur nicht unter 16°C (61 °F) abfallen und sollte
nicht Uber der auf dem Leistungsschild angegebenen Temperatur der Klimaklasse liegen, fir die das Gerat aus-
gelegt ist.

¢ Das Gerat beginnt nach dem Anlegen der Netzspannung sofort zu kihlen.

¢ Das Gefriergerat dient nur zur Lagerung von bereits gefrorener Ware. Daher gilt jede andere Verwendung als
nicht bestimmungsgemaB.

e Bei Stromausfall sind die eingelagerten Waren durch den Marktbetreiber zu kontrollieren.

¢ Das Gerdt darf nur mit geschlossenem Deckel betrieben werden. Es kann zu Vereisungen an den Kuhlflachen
kommen. Die geforderten Temperaturen kénnen sonst nicht eingehalten werden.
» Es durfen keine Gegenstande zwischen Glasdeckel und Abdeckrahmen eingeklemmt sein.
» Die Deckel durfen zur Wareneinlagerung und -entnahme nur kurzzeitig ge6ffnet werden. Danach sind diese
wieder vollstandig zu schlieBen.

¢ Das Gerét ist regelmaBig auf Fremdgegenstande im Warenraum zu kontrollieren.

e Sehr schutzbedUrftige Personen (einschlieBlich Kinder unter 8 Jahren) dirfen das Gerdt aufgrund ihrer phy-
sischen, sensorischen oder mentalen Fahigkeit nur unter Aufsicht und nach Einweisung bedienen und keine
Wartungs- oder Reinigungstatigkeiten durchfihren. Kinder dirfen nicht mit dem Gerat spielen.

e Bei jeder wirksamen Kihlung fallt Kondenswasser an, bzw. wird die in der Luft enthaltene Feuchtigkeit an den
Kahlflachen ausgefroren. Der Betreiber muss daher das Gerat in regelmaBigen Abstédnden manuell abtauen.

¢ VVerwenden Sie zum Abtauen keine Heizgerate oder spitzen Gegenstande. Dies fuhrt zu Schaden am Gerat. Spit-
ze Gegenstande konnen die Glasdeckel (Sicherheitsglas) zerkratzen und in weiterer Folge zerstdren.

e Fir die Entsorgung fuhren Sie das Gerat bitte dem 6rtlichen Entsorgungspartner unter Beachtung der vor Ort
gultigen rechtlichen Vorschriften zu. Achten Sie dabei darauf, dass die Rohrleitungen nicht beschadigt werden.
Bitte achten Sie auf die Kaltemittelangabe am Leistungsschild, um das Geréat korrekt zu entsorgen.

KOR
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Sicherheit

Spezielle Sicherheits- und Warnhinweise

fir Gerdate mit Kdltemittel R-290 (Propan) und R-600a (Isobutan)

A WARNUNG

e Das Kaltemittel R-290 bzw. R-600a gehort nach DIN EN 378-1 zur Sicherheitsgruppe A3. Das verwendete
Kaltemittel ist am Leistungsschild ersichtlich.

KOR

e Das Kaltemittel ist hochentzindlich. Bei Undichtheiten kann Kaltemittel entweichen und ein explosionsfahiges
Gas/Luft-Gemisch verursachen. Dies kann in weiterer Folge zu Feuer und Explosion mit nachfolgendem Brand-
risiko fihren. Daher sind Ztndquellen (Hitze, Funken, offene Flammen, heiBe Oberflachen) fernzuhalten.

e Flussiges Kaltemittel verursacht Erfrierungen auf der Haut. Hande und Gesicht vor Kontakt mit flissigem/
austretendem Kaltemittel schitzen. Schutzbrille und Schutzhandschuhe tragen.

e BelUftungsoffnungen im Gerategehduse (Maschinenraum) nicht verschlieBen. Sollten Zubehorteile verbaut
werden muss darauf geachtet werden, dass keine BelGftungséffnungen verschlossen werden.

e Mindestabstdnde zu Begrenzungswanden und zu anderen Geraten einhalten, um die Luftzirkulation nicht zu
behindern. - Mindestabstande siehe Kapitel 5.

¢ Zum Beschleunigen des Abtauvorgangs keine anderen mechanischen Einrichtungen oder sonstigen Mittel (z.B.
Kratzer) als die vom Hersteller empfohlenen benutzen.

¢ Den Kaltemittelkreislauf nicht beschadigen.

¢ Keine elektrischen Gerate (z.B. Nasssauger) innerhalb des Kihlfachs betreiben, die nicht der vom Hersteller
empfohlenen Bauart entsprechen (Explosionsschutzkennzeichen).

¢ Arbeiten an der elektrischen Anlage und am Kaltesystem durfen nur von AHT autorisierten Fachkraften (auf
brennbare Kaltemittel geschultes Personal) vorgenommen werden. Dabei darf das Offnen des Kéaltemittelkreis-
laufes und Absaugen des Kaltemittels nur in gut belGfteten Rdumen oder im Freien durchgefihrt werden.

e \or jeder Wartungsarbeit ist das Gerat durch Ziehen des/der Netzstecker/s auBer Betrieb zu nehmen. Es darf
am gesamten Gerat keine Spannung mehr anliegen.

e Entsorgen Sie Gerate mit brennbarem Kaltemittel R-290 oder R-600a und Gerate mit Isolierschaum (Warme-
dammstoff Polyurethan-Schaum mit Pentan) fachgerecht. Erkundigen Sie sich Uber die sicherheitstechnischen
und gesetzlichen Entsorgungsbestimmungen bei den fur Sie zustédndigen Behorden.

Bei der Produktgestaltung wurde auf die Umwelt- und Entsorgungsfreundlichkeit der AHT Gerate geachtet.
Weder die Kaltemittel R-290 und R-600a noch das Treibmittel Pentan (fGr den Isolierschaum) besitzen ein
Ozonabbaupotential und liefern auch keinen Beitrag zum Treibhauseffekt.

12



1. Allgemeine Angaben

AHT-Produkte erflllen die EU-Richtlinie 2011/65/EU
(RoHS2) zur Vermeidung gefahrlicher Substanzen in
Elektro- und Elektronikgeraten und die EU-Verordnung
1907/2006 (REACH) Uber die Registrierung, Bewertung
und Zulassung von Chemikalien.

Bei der Produktgestaltung wurde vom Hersteller auf
die Umwelt- und Entsorgungsfreundlichkeit der Ge-
rate geachtet, insbesondere beim Kaltemittel Propan
(R-290), Isobutan (R-600a), und dem Isolierschaum-
Treibmittel Pentan. Die Kaltemittel R-134a und R-404A
sind im Kyoto-Protokoll erfasst.

Das Treibhauspotenzial (GWP) sowie das Ozon-
abbaupotenzial (ODP), der je nach Modell eingesetzten
Kaltemittel, steht in folgender Tabelle:

Kaltemittel GWP ODP

R-134a 1430 0
R-404A 3922 0
R-290, R-600a 3 0

Die Luftschallemission der Gerate betragt maximal 45
dB(A) in 1 m Abstand.

Die Ausfihrung der einzelnen Geratetypen kann vari-
ieren. Technische Daten sind auf dem Leistungsschild
sowie auf den beim AHT-Vertrieb erhaltlichen Pro-
spektdatenblattern ersichtlich. Bendtigen Sie dartber
hinausgehende Informationen oder haben Sie Fragen
zur Betriebsanleitung, wenden Sie sich bitte an den
AHT-Kundendienst.

2. Leistungsschild und
Seriennummer

Bei der Handhabung des Gerates sind die Angaben
auf dem Leistungsschild zu beachten. Dieses befindet
sich als Aufkleber auf der Geraterlickseite und enthalt
wichtige technische Daten Uber

- Geratebezeichnung und Geratetyp

- Seriennummer

- Klimaklasse "

- Nennspannung und Nennfrequenz

- Nennstrom und Nennleistung

- Kaltemittel und eingesetzte Menge

- Nettovolumen

- Herstellungsdatum

- Priifzeichen

- technische Daten zur Innenbeleuchtung
(optional)

- sowie weitere technische Daten

1. Die Klimaklassen sind in der ISO 23953-2 definiert und geben die maxi-

male Umgebungstemperatur sowie die maximale relative Luftfeuchte der

Umgebung, fir welche das jeweilige Gerat ausgelegt wurde, an.

Beispiel: Klimaklasse 7 (35°C, 75% rH) bedeutet eine

- Umgebungstemperatur von 35°C mit einer

- relativen Luftfeuchte von 75% (bezogen auf die maximal mogliche
Luftfeuchte bei 35°C)

Anleitung

Zusatzlich ist im Maschinenraum des Gerats ein
Aufkleber angebracht mit folgenden Informationen

- Gerate-Seriennummer
- Gerate-Bezeichnung
- Kaltemittel-Kennung

3. Anwendung

Das Gerat ist ein steckerfertiges Kompaktgerat. Die
richtige Gebrauchslage ist waagrecht, auf Rollen
stehend. Der Wareneingriff erfolgt von oben.

A VORsIcHT

Verletzungsgefahr durch Materialbruch.

Schnittverletzungen am Kérper und Bescha-
digung am Gerat.

» Nicht auf oder in das Gerat steigen.
Deckel nicht belasten.

» Zerbrochene Deckel innerhalb und au-
Berhalb des Gefrierbereiches sofort mit
Schutzhandschuhen entfernen.

» Gerdt mit zerbrochenem Deckel nicht
mehr weiter betreiben und davon betrof-
fene Waren umgehend in ein funktionie-
rendes Gerdt umlagern.

AHT-Gefriergerate sind fur die Lagerung von gefro-
renen, verpackten Tiefklhlwaren oder Speiseeis
bzw. von in zugelassene Scooping-Behélter abge-
fulltes Speiseeis konzipiert.

* Die Gerate eignen sich nicht zum Einfrieren frischer
Ware. Eine andere oder dartber hinausgehende Nut-
zung der Gerate gilt als nicht bestimmungsgemal.

e Bitte achten Sie vor der Einlagerung von Ware auf
die richtige Temperatur im Gerat.

Die flr das Geréat zulassige Klimaklasse (maximale Um-
gebungstemperatur, maximale relative Luftfeuchte)
und sonstige wichtige technische Angaben kénnen Sie
dem Leistungsschild entnehmen.

Der einwandfreie Zustand des Gerates und die bestim-
mungsgemaBe Verwendung sind durch das unterwie-
sene Bedienpersonal regelmaBig zu kontrollieren. Die
Gerate missen regelméaBig dahingehend kontrolliert
werden, dass Waren, die durch Dritte (z.B. von Kunden)
unsachgemaRB eingelagert wurden, entfernt werden.
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A VORsICHT

f Verletzungsgefahr durch Glasbruch.

Glasflaschen mit Flussigkeiten kénnen
beim Frieren bersten und Schnittverlet-
zungen verursachen.

» Die Lagerung von Flaschen jeglicher Art
in Gefriergeraten ist verboten.

Die AHT-Gefriergerdte werden in unterschiedlichen
Gerateausfihrungen (Gerdtemodellen) geliefert. Zu-
satzlich kénnen Stell- bzw. Einhangekérbe, oder
Trenngitter als Zubehor geliefert werden.

¢ Bei jeder wirksamen Kuhlung fallt Kondenswasser
an, bzw. wird die in der Luft enthaltene Feuchtigkeit
an den Kuhlflachen ausgefroren. Der Betreiber muss
daher in regelmaBigen Abstanden das Gerat manuell
abtauen.

4. Auspacken und Handhabung

e Um das Gerat vor Schaden zu bewahren, darf das
Gerat nur in Gebrauchslage transportiert und gela-
gert werden.

Vor und beim Auspacken des Gerates muss eine Sicht-
kontrolle durchgefuhrt werden, um eventuelle Trans-
portschaden festzustellen.

e Bitte achten Sie dabei auf lose Teile, Beulen, Kratzer,
sichtbare FlUssigkeitsverluste etc. Eventuelle Schaden
sind vor der Inbetriebnahme sofort den fir Sie zu-
standigen AHT-Kundendienst zu melden.

¢ \or der Entsorgung des Verpackungsmaterials sollte
dieses auf lose Funktionsteile kontrolliert werden.

A WARNUNG

f Gefahr durch Stromschlag.

Ein beschadigtes Gerat kann einen Kurz-
oder Kdrperschluss verursachen.
» SchlieBen Sie auf keinen Fall ein be-

schadigtes Gerat an den elektrischen
Stromkreis an.

» Kontaktieren Sie bitte sofort Ihren zu-
standigen AHT-Servicepartner oder den
zentralen AHT-Kundendienst.

® Bei Schadensmeldungen muss der lokale AHT-
Servicepartner kontaktiert werden. Sie finden dessen
Servicenummer auf einem Aufkleber am Gerat. Fin-
den Sie keine Servicenummer vor, kontaktieren Sie
bitte den zentralen AHT-Kundendienst (— Kontakt-
adresse siehe Kapitel 16).

5. Aufstellung

e Das Gerat und dessen Bauteile dirfen keiner
direkten Sonnenbestrahlung ausgesetzt und nicht
Uber +70°C (158°F) erwarmt werden.

e Das Gerat soll in einer durch die Klimaklasse (siehe
Leistungsschild) definierten Umgebung betrieben
werden.

Folgende Punkte sind bei der Aufstellung des
Gerétes zu beachten:

- Achten Sie auf eine stabile und waagrechte Ausrich-
tung des Gerates.

- Die Beltftungsoffnungen (Luftgitter) des Gerates
mussen freigehalten werden. Gerdt an einem gut
belufteten Platz aufstellen.

- Bei der Gerateaufstellung rundum mindestens 50
mm (1,97 inch) Abstand bzw. mindestens 100 mm
(3,94 inch) Abstand bei Geratetypen fur Klima-
klasse 5 mit Bezeichnung (-5) laut Geratemodelle-
Ubersicht zu Begrenzungsflachen (z.B.: Wande, Ge-
rate, Regale) einhalten. Der Betrieb ist nur mit den
vorhandenen Lenkrollen erlaubt.

- Vermeiden Sie Zugluft und groéBere Warmeeinstrah-
lung am Aufstellort. Platzieren Sie die Gerdte nicht
vor Heizkorpern, Heizgerdten und in der Nahe von
Luftauslassen.

- Richten Sie Warmequellen oder Punktstrahler (z.B.
GlUhlampen) nicht in das Gerat. Jegliche Warme-
strahlung in das Gerat fihrt zu erhdhten Betriebs-
kosten und kann die Leistungsfahigkeit des Gerates
beeintrachtigen.

- Blockieren Sie nach der Aufstellung die Lenkrollen
durch die Feststellbremse (optional).

- Mit dem Gerat darf nicht Gber Stufen gefahren
werden, sonst wird es beschadigt.

- Werbeplakate darfen nur als dinne Folien auf-
geklebt werden. Beltftungséffnungen (Luftgit-
ter), Temperaturanzeige, Sicherheitshinweise und
das Leistungsschild dirfen nicht Gberklebt werden.

- Befestigen Sie keine dicken, isolierenden Materialien
an den AuBenwanden.

- Aufrichtige Lage der Deckel (Glas- oder Isolierdeckel)
achten. Die Beschriftung muss von oben lesbar sein.



- Bei Gerdten mit Tauwasserablauf in der Bodenwanne
(optional) ist bei der Aufstellung darauf zu achten,
dass dieser unter dem Gerat immer zuganglich ist
und ausreichend Platz fur das Unterstellen einer
Tauwasser-Auffangschale vorhanden ist.

- Ein Anbohren des Geréates zur Befestigung von z.B.
Tauwasserschalen ist nicht zuldssig.

6. Elektrischer Anschluss

¢ Es sind unbedingt die fir die jeweilige Region
gultigen Vorschriften des ortlichen Elektroversor-
gungsunternehmens, sowie die allgemein geltenden
nationalen Normen und Sicherheitsvorschriften zu
beachten und einzuhalten.

¢ Netzspannung und Netzfrequenz missen mit den
am Leistungsschild des Gerdtes angegebenen
Nennwerten Ubereinstimmen.

6.1 Stromversorgung

A WARNUNG

f Gefahr durch Stromschlag.

Personen kénnen durch Unachtsamkeit in
den Stromkreis geraten.
» Arbeiten am elektrischen System durfen

nur durch AHT-autorisierte Fachkrafte
ausgefuhrt werden.

» Beschadigte Netzanschlussleitungen
durfen nur durch AHT-autorisierte Fach-
krafte ersetzt werden.

» Kontaktieren Sie dafur unseren AHT-
Kundendienst.

A WARNUNG

Gefahr durch Stromschlag und Schmor-
brand.

Eine thermische Uberlastung von

Mehrfach-Steckdosenleisten oder Ver-

langerungskabeln kann zu Kurzschlissen
und in weiterer Folge zu Schmorbrénden
fahren.

» \erwenden Sie keine
Mehrfach-Steckdosenleisten.

» Verwenden Sie keine
Verlangerungskabel.

Das Gefriergerat ist ein ,steckerfertiges” Kompakt-
gerat. Beim AnschlieBen an das Stromnetz sind
folgende Punkte zu beachten:

e Zuleitungskabel mussen einen Mindestquerschnitt
von 2,5 mm? (entspricht USA: AWG 14) aufweisen.
Es sind unbedingt 3-polige Kabel zu verwenden. Die
Verwendung einer 5-poligen Verkabelung ist unzu-
lassig.

e Gerdte nur an Schutzkontaktsteckdosen mit
Erdungskontakt und eigenem Netzstromkreis an-
schlieBen. Es sollten nie mehr als 2 Gerate an einem
Stromkreis angeschlossen werden.

e An diese Steckdosen durfen keine anderen Verbrau-
cher angeschlossen werden.

e Bei Gerdten mit einer eingebauten Schutz-
kontakt-Steckdose durfen im  Sicherungshalter
Sicherungseinsdtze (maximal T2A) mit der jewei-
ligen Nennspannung (siehe Leistungsschild bzw. Zu-
satzaufkleber) nach EN 60127-2/IEC 60127-2 ein-
gesetzt werden.

e Die Netzanschlussleitung ist als kombiniertes
Gerate- /Licht-Netzanschlusskabel ausgefihrt. Es ist
ca. 150 cm lang und befindet sich hinten rechts am
Gerat.

6.2 Absicherung

A WARNUNG

f Gefahr durch Stromschlag.
Nichtbeachtete elektrische Sicherheits-
vorschriften konnen dazu fuhren, dass

Personen ungesichert in den elektrischen
Stromkreis geraten.

» Halten Sie unbedingt die elektrischen
Sicherheitsvorschriften ein und sorgen
Sie fur eine ausreichende Absicherung.

6.2.1 Trage Leitungsschutzschalter

Als  Mindestabsicherung der Gerate sind trage
Leitungsschutzschalter (LS-Schalter) vorzusehen.

e Verwenden Sie unbedingt LS-Schalter mit 16 A (USA:
15A) und mit Auslésecharakteristik ,C”. Um eine
hochstmogliche Betriebssicherheit zu  erreichen,
schlagen wir vor fur jedes Gerat einen eigenen tra-
gen LS-Schalter als Sicherung einzusetzen.

6.2.2 FI-Schutzschalter (RCCB)

Aufgrund der VDE 0100-410 (in der geltenden Fas-
sung) ist der Einsatz eines Fl-Schutzschalters als
Lzusatzlicher Schutz fur den AuBenbereich und fur
Steckdosen” (411.3.3) bei Neuinstallationen vorge-
schrieben (wie bereits in Deutschland, Osterreich und
der Schweiz).
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Fur die Elektroinstallation der AHT Gerate sind daher
FI-Schutzschalter bei der Marktinstallation vorzusehen.
Fur die Beleuchtung von AHT Gerdten ist eine eigene
Fl-Absicherung zweckmaBig.

Bei der Verwendung von Fl-Schutzschaltern ist darauf
zu achten, dass die verwendeten Schutzschalter als Typ
.G" (stoBstromfest) ausgeflhrt sind. Zur Leistungs-
starke der FI-Schutzschalter schlagen wir vor:

Nennstrom 40 A
Auslésestrom 30 mA
Auslosecharakteristik C
Gerdate je FI max. 2

Eine Einzelabsicherung der Gerate mit 1 FI-Schutz-
schalter je Gerdt ist zu bevorzugen. Mit einer Kombi-
nation aus Sicherung und Schutzschalter (FI/LS-Schutz-
schalter) kénnen max. 2 Gerate pro Absicherung
versorgt werden.

e Es durfen nie mehr als 2 Gerdte an einem
FI-Schutzschalter (GB/USA: RCCB) oder einer FI/LS-
Kombination (GB/USA: RCBO) angeschlossen sein.

6.2.3 FI/LS-Kombination (RCBO)

Folgende Typen von FI/LS-Kombinationen sind fir 1
oder 2 Gerate zulassig:

Anzahl Gerat 1 2
Charakteristik LC” LC”
Nennstrom 10 A 16 A
Auslésestrom 30 mA 30 mA
Typ .G .G”

e AHT empfiehlt jedoch eine FI/LS-Kombination pro
Gerat.

e Lastabwurfschaltungen bzw. Gerdteabschaltungen
sind nicht zuldssig, da dadurch Stérungen auftreten
kénnen.

® Bei Geraten mit integriertem Innenlicht und getrenn-
tem Lichtanschlusskabel muss je Gerat eine zusatz-
liche Lichtsteckdose vorhanden sein. Es durfen ma-
ximal 8 Lichtanschlussleitungen an eine Sicherung
angeschlossen werden.

7. Inbetriebnahme und
Funktion

Das Gerat soll vor Inbetriebnahme eine Mindest-
temperatur von +16 °C (60,8 °F) aufweisen.

Alle Gerate sind serienmaBig mit Glas- oder Isolier-
deckel ausgestattet. Diese Deckel sind fur den
ordnungsgemafen Betrieb der Gerate erforderlich.
Deckelvarianten:

- Glasschiebedeckel

- Isolierdeckel

- Glasklappdeckel (bei Sao Paulo H 135 und Sao Paulo
H175)

A VORsIcHT

Verletzungsgefahr beim SchlieBen des
Glasklappdeckels.
Hande kénnen eingeklemmt werden.

» Glasklappdeckel rechtzeitig vor dem
SchlieBen loslassen.

» Hande nicht auf den Abdeckrahmen
legen.

— gilt fur alle Deckelvarianten

e Das Gerat darf nur mit geschlossenem Deckel
betrieben werden. Es kann zu Vereisungen an den
Kdhlflachen kommen. Die geforderten Tempera-
turen kénnen sonst nicht eingehalten werden.

» Es dirfen keine Gegenstdande zwischen Glas-
deckel und Abdeckrahmen eingeklemmt sein.

» Die Deckel durfen zur Wareneinlagerung und
-entnahme nur kurzzeitig getffnet werden. Da-
nach sind diese wieder vollstandig zu schlieBen.

Die Funktion der Gerdte wird durch die im Betrieb
eventuell entstehende Ausbauchung nicht beeintrach-
tigt.

Wichtige Informationen zum Umgang mit D-lce
Geraten:

Um die geforderte Temperaturverteilung genau einzu-
halten, ist das Gerat mit einem Innenlifter, der in
einem Niro-Gehause angeordnet ist, ausgestattet. Zur
Grundausstattung des Gerdtes gehoren Einhdnge-
korbe, in welche die Eisbehalter eingebracht werden.
Die beiden &uBeren Einhdngekdrbe sind mit Wand-
abstandhaltern ausgestattet.



HINWEIS

e Ein einwandfreies Funktionieren des Gerates ist
nur mit diesen speziellen Einhangekdrben maoglich.
(— siehe Abb.1)

Innenliifter

Einhéngeérbe mit
Abstandhalter

Abb.1: Innenansicht D-Ice Gerate mit Korben

A VOoRsICHT

Verletzungsgefahr durch Materialbruch.

Schnittverletzungen am Kérper und
Beschadigung am Gerat.

» Nicht auf oder in das Gerat steigen.
Deckel nicht belasten.

» Zerbrochene Deckel innerhalb und
auBerhalb des Gefrierbereiches sofort
mit Schutzhandschuhen entfernen.

» Gerat mit zerbrochenem Deckel nicht
mehr weiter betreiben und davon
betroffene Waren umgehend in ein
funktionierendes Gerat umlagern.

HINWEISE

e Die Deckel dirfen keinen Zusatzbelastungen ausge-
setzt, bzw. als Ablage fur diverse Gegenstande ver-
wendet werden.

 Bej jeder wirksamen Kuhlung féllt Kondenswasser
an, bzw. wird die in der Luft enthaltene Feuchtigkeit
an den Kuhlflachen ausgefroren. Der Betreiber muss
daher in regelmaBigen Abstanden das Gerat vollstan-
dig manuell abtauen.

A VORsIcHT

Verletzungsgefahr durch Ausrutschen.
Ausgelaufenes Abtauwasser kann zum
Ausrutschen fuhren.
» Rechtzeitiges Entfernen des moglicher-

weise aus dem Gerat ausgelaufenen Ab-
tauwassers.

8. Temperatureinstellung und
Kontrollsystem
HINWEIS

e Beachten Sie die fir Ihre Produkte gesetzlich vorge-
schriebene Lagertemperatur.

Die Temperaturanzeige (optional) zeigt eine Gerate-
Innentemperatur, die nicht in direktem Zusammen-
hang mit der Produkttemperatur steht.

Die Anzeige kann bei Geraten mit Thermostat entwe-
der als AuBenthermometer an der Vorderwand oder
als Innenthermometer an der rechten Innenwand aus-
geflhrt sein.

Bei Geraten ohne Temperaturanzeige wird empfohlen,
ein Thermometer auf die oberste Warenschicht zu le-
gen. Bitte beachten Sie jedoch, dass dieses nicht die
Warentemperatur, sondern erfahrungsgeman eine et-
was warmere Temperatur anzeigt.

8.1 Geratetypen

Gefriergeréate sind nur flr die Betriebsart ,—" (Gefrier-
betrieb) konzipiert.

Je nach Einsatzbereich (Verwendungszweck) stehen
unterschiedliche Temperaturbereiche zur Verfligung:

Betriebsart ,—" Gefrierbetrieb

Temperatur- Verwendungs- Temperatur-

bereich zweck regler

Standard Impulseis Thermostat

Optional Schopfeis Thermostat
(,,Scooping”)

D-ICE D-ICE* Elektronischer

Regler

*D-Ice: enger Temperaturbereich fir Innentemperatur von
—18°C +/-1°C (1,4 °F bis 2,2 °F)
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9. Bedienung der
Temperaturregler

9.1 Temperaturregler Thermostat

Der Temperaturregler (Thermostat) befindet sich seit-
lich im LGftungsgitter.

Abhéangig von der Geratemodellausfiihrung kann der
Sollwert fur die Innentemperatur in folgenden
Bereichen eingestellt werden:

Betriebsart Verwendungs-  Regelbereich
o zweck fiir Innen-
Gefrierbetrieb temperatur
Standard Impulseis —14°C bis —23°C
(6,8 °F bis —9,4 °F)
Optional Schopfeis —6°C bis —23°C
(,,Scooping™) (21,2°F bis =9,4°F)

Thermostat-Einstellung:

Stufe 1: Warmste Einstellung

Stufe 4: Werkseinstellung (kundenspezifisch)

Stufe 7: Kalteste Einstellung

Um die Einstellung der gewinschten Sollwert-Tempe-

ratur vorzunehmen, drehen Sie den Thermostat (Stell-
schraube) mit einem passenden Schraubenzieher

- im Uhrzeigersinn (— siehe Drehrichtung in Abb.2)
far kaltere Temperaturen

- im Gegenuhrzeigersinn fir warmere Temperaturen

Abb. 2: Thermostateinstellung im seitlichen Liiftungsgitter

9.2 Elektronischer Temperaturregler
DIXELL

Gerdtemodelle fiir D-Ice sind mit einem elektronischen
Temperaturregler des Typs ,, DIXELL" ausgestattet.

Der Regler befindet sich an der Vorderseite und kann
von dort Uber die Tasten bedient werden. Als Bedien-
elemente stehen 3 Tasten zur Verfiigung die folgen-
dermaBen belegt sind:

Abb. 3: Reglertyp DIXELL-Bedienelemente und Displayanzeigen (Symbol-
darstellung)

Bedienelement Funktion

SET Anzeigen oder

Andern des Soll-
wertes Werkseitig
eingestellter Sollwert:
-19°C (-2,2°F)

Sollwerteinstellung

A Der Sollwert kann

maximal um 1°C
(=19°C auf -18°C)
(=2,2°F auf -0,4°F)
erhoht werden.

3. [Ab]-Taste v Sollwerteinstellung
Der Sollwert kann
maximal um 1 °C
(=19°C auf -20°C)
(=2,2°F auf -4 °F)
verringert werden.

Alle anderen Tasten am Display sind fiir den

Bediener gesperrt.

1. [SET]-Taste

2. [Auf]-Taste

9.2.1 Temperaturanzeige

Die Anzeige am Display zeigt die Innentemperatur an.
Die Innentemperatur darf nur zwischen —-17°C und
—19°C (1,4°F bis -2,2 °F) schwanken.

Bei Bedarf (Wetter- oder standortabhangig) kann zum
Erreichen der geforderten Innentemperatur der Soll-
wert des Gefriergerats um 1 °C (1,8°F) nach oben oder
unten verandert werden.

— Lesen Sie hierzu die folgenden Kapitel.

9.2.2. Einstellung des Sollwertes

Eingestellten Sollwert anzeigen:
[SET]-Taste dricken

Verlassen der Sollwert-Anzeige:
15 sec. warten oder nochmals die [SET]-Taste
drtcken.

Der Istwert wird wieder angezeigt.

Eingestellten Sollwert andern:
[SET]-Taste mindestens 2 sec. drticken. Sollwert wird
am Display angezeigt und das LED-Symbol °C/°F blinkt.



AnschlieBend kann der Sollwert mit der [AUF]/[AB]-
Taste erhoht oder verringert werden. Die Ubernahme
der neuen Einstellung erfolgt automatisch nach 15
sec. ab dem letzten Tastendruck oder durch Dricken
der [SET]-Taste.

9.2.3 Fehlermeldung und -quittierung

Eine Fehlermeldung wird am Display durch einen Feh-
lercode * (— siehe Tabelle unten) abwechselnd mit der
Temperatur angezeigt (blinkende Anzeige). Zusatzlich
besteht die Moglichkeit, ein akustisches Signal durch
einen zusatzlich eingebauten Summer auszugeben.

1. Durch kurzes Dricken einer beliebigen Taste wird
der akustische Alarm (sofern verfligbar) quittiert.

2. Der Fehlercode erscheint (abwechselnd mit der
Temperatur) so lange bis der Fehler behoben wurde.

Fehlercode* Bedeutung

P1 Raumfuhler defekt
oder fehlt

HA Hochtemperatur-Alarm
Innentemperatur

LA Tieftemperatur-Alarm
Innentemperatur

10. Beladung

Etwa 2 Stunden nach Inbetriebnahme des Gerates ist
die Innentemperatur zu kontrollieren.

e \Warten Sie mit der Einlagerung der Ware bis die
erforderliche Produkt-Lagertemperatur erreicht ist.

o Offnen Sie die Geréate nur zur Beschickung und
Warenentnahme.

A VORsICHT

Verletzungsgefahr beim Beladen der
Gefriergerédte. Es kann zu Erfrierungen an
p den Handen kommen.

» Tragen Sie beim Beladen Schutzhand-
schuhe.

Die Beladung der Gerate darf nur bis zu der an
der Gerate-Innenseite angebrachten Stapelmarke
(— siehe Abb. 4) erfolgen.

_v,_v-

Abb. 4: Symbol fiir Stapelmarke

Oberhalb der Stapelmarke ist die eingestellte Produkt-
Lagertemperatur nicht mehr gewahrleistet.

Die Deckel kénnen optional auch mit einem Schloss
ausgestattet werden. Achten Sie bitte darauf, dass
die Schltssel daftir nicht in der Néhe des Gerates und
auBerhalb der Reichweite von Kindern aufbewahrt
werden.

11. Wartung, Abtauung,
Reinigung

11.1 Wartung

Die Gerate sind im Wesentlichen wartungsfrei. Jedoch
sind sie, wie in folgenden Kapiteln beschrieben, ab-
zutauen und zu reinigen.

11.2 Abtauung

- Eine starke Vereisung der inneren Behélterwan-
de kann zu Leistungsminderung und einer abwei-
chenden Temperaturanzeige fuhren.

- Je nach Reifbildung am Innenbehélter ist von Zeit
zu Zeit (erfahrungsgemal mehrmals jahrlich) die
Reifschicht abzutauen wenn sie mehr als ca. 10mm
stark ist.

- Die Reifbildung (Vereisung) ist hauptsachlich von
den am Aufstellungsort gegebenen Umgebungsbe-
dingungen (Luftfeuchtigkeit) und der Handhabung
des Gerates (haufiges Offnen oder offenstehende
Deckel) abhangig. Dunne Reifschichten sollten mit
dem mitgelieferten Kunststoff-Eisschaber abge-
schabt werden.

- Wir empfehlen, die Komplettabtauung mit der
Reinigung zu kombinieren.

e Die Eis- und Reifschicht nicht mit spitzen
Gegenstanden oder Werkzeugen abkratzen oder
abschlagen. Beschadigungsgefahr der Innenwande.

A WARNUNG

Entziindungsgefahr durch Funken.

Bei Kaltemittel R-290 oder R-600a kénnen
infolge moglicher Undichtheiten im Kalte-
system die Funken eines Saugers oder an-
deren Elektrogerates eine unbeabsichtigte

Entztndung eines sich maglicherweise
gebildeten Gas-/Luft-Gemisches ausldsen.

» Entfernen Sie bei R-290 oder R-600a-
Geraten entweder das Tauwasser nur
mit einem trockenen Tuch oder mit
einem Schwamm.

» Innerhalb des Kihlfachs nur Nasssauger
oder elektrische Gerate mit Explosions-
schutzkennzeichen verwenden.
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Folgende Tabelle zeigt schrittweise den kompletten
Abtauprozess:

Durchfithrung einer Komplettabtauung

1. Ware in andere Gefriergerate umlagern.

2. Alle Netzstecker ausstecken.

3. Deckel 6ffnen oder abnehmen, damit das Gerat
besser abtauen kann.

4. Alle losen Zubehorteile, wie Kérbe, Trenngitter,
etc. entfernen.

5. Tauwasser entfernen. Entweder mit Nasssauger
(— Beachten Sie den Warnhinweis fiir Gerate
mit Kaltemittel R-290 oder R-600a), oder mit
Sauglappen bzw. Schwamm auftrocknen.
Optional kann ein Tauwasserablauf mit einem
Kunststoffstopfen (— siehe Abb.5) in der Boden-
wanne vorhanden sein: In diesem Fall vorher die
Auffangschale unter den Ablauf stellen.

6. Gerat trocken wischen und Innenraum dabei
reinigen.

7. Falls vorhanden den Tauwasserablauf wieder
schlieBen.

8. Vorher entfernte Zubehorteile wieder einbauen.

9. Deckel wieder korrekt auflegen und schlieBen.

10. Netzstecker wieder einstecken.

11. Abtauung ist beendet.

12. Die Innentemperatur Uberprifen bis der ge-
winschte Wert (Angleichungszeitraum: ca. 2 h)
wieder angezeigt wird.

13. Ware kann wieder eingelagert werden.

Abb. 5: Kunststoffstopfen fiir Tauwasserablauf (Stopfen dichtet die Wanne
innenseitig ab)

11.3 Reinigung

A WARNUNG

Gefahr durch Stromschlag und
Kaltemittelaustritt.

Der heiBe Dampf eines Dampfreinigers und
der hohe Wasserdruck eines Hochdruck-
reinigers kann elektrische Isolierungen und
Elektrogerate zerstéren und den Kalte-
mittelkreislauf beschadigen.

>B

» Verwenden Sie keine Dampfreiniger
oder Hochdruckreiniger zur Reinigung.

A VORsIcHT

Verletzungsgefahr durch

scharfe Kanten.
g\ | Scharfe Kanten am Geréat kénnen Schnitt-
verletzungen an den Handen verursachen.

» Verwenden Sie bei der Reinigung
unbedingt Schutzhandschuhe.

e Verzichten Sie bei der Reinigung auf scheuernde,
chemisch aggressive oder leicht entflammbare Rei-
nigungsmittel, um Schdaden am Gerat zu vermeiden.

e AHT empfiehlt das Reinigen der Gerateoberflachen
mittels eines mit Wasser befeuchteten sauberen
Tuchs oder bei gréBerem Schmutz die Reinigung mit
leicht alkalischem Reinigungsmittel (z.B. neutrale
Seife und Wasser).

e |solierdeckel kénnen wie oben beschrieben gereinigt
werden. Bei Glasdeckel ist die Reinigungsanweisung
im folgenden Kapitel — , Glas-Reinigung” zu beach-
ten.

e Im Gleitrahmen befindet sich ein spezielles Gleitmit-
tel. Um die gute Gleiteigenschaft der Deckel zu er-
halten, sollten Sie hin und wieder den Rahmen von
Schmutz und Staub reinigen.

e Die Eis- oder Reifschicht nicht mit spitzen
Gegenstanden oder Werkzeugen abkratzen oder
abschlagen. Es besteht Beschadigungsgefahr der In-
nenwande.



Fiir die Reinigung gehen Sie wie bei der Durch-
fiihrung einer Komplettabtauung vor und reini-
gen wie folgt:

1. Deckel abnehmen und je nach Deckelvariante die
unterschiedlichen Reinigungsvorgaben beachten.

Reinigungsvorgaben der Deckelvarianten:

entsprechend
— Kapitel 11.4.1 und
— Kapitel 11.4.2

entsprechend
— Kapitel 11.3

Glasschiebedeckel
Glasklappdeckel

Isolierdeckel

2. Deckellaufschienen, Gerateoberflachen und ent-
fernte Zubehorteile mit feuchtem Tuch reinigen
und anschlieBend mit einem sauberen Tuch tro-
cken wischen.

3. Ausgebaute Teile wieder einbringen.

4. Neue Gleitmittelschicht mittels Gleitmittelstift
auf die Laufschienen am Geraterahmen (Zube-
hor bei AHT-Vertrieb erhéltlich) auftragen.

11.4 Glasreinigung

11.4.1 Nicht beschichtete
Glasoberflachen

Zeitpunkt der Reinigung:

Die Reinigung von auBenliegenden (nicht dem Kihl-
gerat zugewandten) und nicht beschichteten Glas-
oberflachen kann auch wahrend des Betriebs der
Geréte erfolgen.

e Achten Sie darauf, dass auf die zu reinigenden
Glasoberflachen keine groBen Mengen Wasser
und Reinigungsmittel aufgebracht werden, und
die gereinigte Oberflache anschlieBend wieder gut
getrocknet wird.

Reinigungsmittel:

- Bei geringer Verschmutzung Einsatz von sauberem
Wasser, bzw. neutralem oder nur leicht alkalischem
Reinigungsmittel.

- Bei groBerer Verschmutzung koénnen Glasreiniger
mit annahernd neutralem pH-Wert (pH von 5 bis 7
wird empfohlen) eingesetzt werden.

e Auf keinem Fall dlrfen abrasive (reibende, scheu-
ernde), oder chemisch aggressive Reinigungsmittel,
oder Reinigungsmittel mit stark sauren pH-Wert
(unter 4) oder stark alkalischen pH-Wert (lber 8)
verwendet werden.

e Sorgen Sie nach der Reinigung daflr, dass keine
Ruckstande des Reinigungsmittels auf den Kunst-
stoff-Oberflachen der Glaseinfassung oder Dich-
tungen zurlick bleiben. Diese kdnnen mit der Zeit
die Oberflache zerstéren und deren Funktionsfahig-
keit herabsetzen. Nach der Glasreinigung sind daher
diese Stellen mit sauberen Wasser und geeigneten
Reinigungsgeraten nachzureinigen und abschlie-
Bend gut zu trocknen.

Reinigungsgerate:

e Die Reinigungsgerdte mussen vor der Glasreinigung,
ebenso wie das fur die Reinigung verwendete \Was-
ser, unbedingt sauber sein.

e Folgende Reinigungsgerate werden empfohlen:
- Weiches Baumwolltuch
- Weiches gut saugendes Schwammtuch (z.B. Pro-
dukte der Firma VILEDA)

- Glas-Abzieher (Wischer mit Gummilippe) oder tro-
ckenes weiches Bauwolltuch zum Trockenwischen

e Folgende Reinigungsgerate durfen fur die Glasreini-
gung generell nicht eingesetzt werden:

- Mikrofasertuch (nicht empfohlen wegen der
aggressiven Oberflache).

- Harte oder scharfe Gegenstédnde aus Metall (z.B.
Glashobel, Glasklinge, Stahlwolle, etc.), welche
die empfindliche Glasoberflache oder Beschich-
tungen zerstoren.

- Dampfreiniger oder Hochdruckreiniger. Durch die
dabei herrschenden hohen Temperaturen oder
Dricke werden Glasoberflachen durch Glaskorro-
sion, sowie die Oberflachen von Kunststoff-Einfas-
sungen und Dichtungen zerstort.

11.4.2 Beschichtete Glasoberflachen

Bei beschichteten, innenliegenden Glasoberflachen
mit hohem Warmereflexionsvermégen und gleichzei-
tig niedriger Emissivitat (Low-E) ist folgendes unbe-
dingt zu beachten:

Zeitpunkt der Reinigung:

Die Reinigung darf entweder nur im komplett abge-
schalteten Betrieb, oder zumindest im Abtaubetrieb
(vortbergehend keine Kiihlung) des Gerédtes stattfin-
den.

e Auf keinem Fall ddrfen diese innenliegenden, der
kalten Seite zugewandten und beschichteten Gla-
soberflachen, im Gefrierbetrieb der Gerate gereinigt
werden. Hier besteht die Gefahr der Vereisung im
Gefriergerat.

KOR
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Reinigungsmittel:

Die empfindlichen Oberflachenschichten, durfen nur
mit ganz sauberen und pH-neutralen Wasser leicht an-
gefeuchteten Baumwolltuch gereinigt werden.

e Der Einsatz jeglicher Art von im Handel erhéltlichen
Glasreinigern oder sonstigen Reinigungsmitteln ist
nicht gestattet, da dadurch die empfindliche Be-
schichtung zerstort wird.

Reinigungsgerat:
Es darf nur ein weiches, vollkommen sauberes Baum-

wolltuch zur Reinigung der beschichteten Glasoberfla-
che verwendet werden.

e Der Einsatz von abrasiven Mikrofasertlichern, Glas-Ab-
ziehern (Wischer mit Gummilippen), sowie saugenden
Schwammtlchern oder Schwémmen, ist fur die Rei-
nigung der empfindlichen Beschichtungen verboten.

12. Innenbeleuchtung

12.1 Gerat mit Leuchtstoffrohre

A VORsICHT

Verletzungsgefahr durch Glasbruch.

Glasteile und Splitter von zerbrochenen
Leuchtstofflampen kénnen Schnittverlet-
zungen an den Handen verursachen.

» Wechseln der Leuchtstoffrohre darf nur
durch eine elektrotechnisch geschulte
Fachkraft erfolgen.

» Tragen Sie zum Entfernen der Glassplit-
ter und der mdéglicherweise dadurch
beschadigte Waren Schutzhandschuhe.

Fiir das Wechseln der Leuchtstofflampe gehen
Sie folgendermaBen vor:

1. Gerate-/Licht-Netzanschlusskabel ausstecken und
gegen ein unbeabsichtigtes Wiedereinschalten
sichern.

e Die Kuhlung wird beim Ausstecken des kombi-
nierten Gerate-/Licht-Netzanschlusskabels unter-
brochen. Vollziehen Sie den Tausch daher ziigig.

2. Die Leuchtenabdeckung (transparenter Teil) durch
leichtes Zusammendricken vom Gehdause |6sen und
herausziehen ( — siehe Abb. 6).

Abb. 6: Leuchtenabdeckung entfernen

3. Defekte Leuchtstofflampe entfernen und fachge-
recht entsorgen.

4. Eine neue Spezialleuchtstofflampe des gleichen
Typs gemaB Angaben am Leistungsschild einset-
zen. Diese ist beim AHT-Kundendienst erhaltlich.

5. Die Leuchtenabdeckung wieder sicher anbringen.

6. Das Gerate-/Licht-Netzanschlusskabel wieder ein-
stecken.

Spezifikation der Leuchtstofflampen:

e Daten zur Leuchtstofflampe befinden sich am Lei-
stungsschild. Bei Fragen wenden Sie sich bitte an
den AHT-Kundendienst.

12.2 Gerat mit LED-Balken

e Die LED-Balken durfen nur durch den autorisierten
AHT-Kundendienst getauscht werden.

13. Langere AuBerbetriebnahme

des Gerates

Wenn Sie das Gerat langer auBer Betrieb nehmen,
sollten Sie folgendermalBen vorgehen:

1. Alle Waren auslagern.

2. Gerat durch Ausstecken des Gerate-/Licht-Netzan-
schlusskabels ausschalten.

3. Die Deckel 6ffnen und das Gerat auf Raumtempe-
ratur angleichen lassen. Danach kann das Gerat
gereinigt werden.

4. Die Deckel mindestens spaltbreit (ca. 2-3 cm) offen
lassen. Die Belliftung verhindert Geruchs- und Spo-
renbildung im Innenraum.



e Das Gerat keinesfalls mit geschlossenem Deckel der
direkten Sonnenbestrahlung aussetzen. Das Gerat
kann durch die hohen Innentemperaturen beschadigt
werden.

14. Entsorgung

A VORsICHT

= Entsorgen Sie das Gerat ordnungsgemaB,

>_?_ gemal den gliltigen nationalen Entsor-

' gungsbestimmungen (z.B. WEEE inner-
L]

halb der EU) und den Bestimmungen des
ortlichen Entsorgungspartners.

» Achten Sie besonders auf die sicher-
heits- und umweltgerechte Entsorgung
des Kaltemittels und des Warme-
dammstoffes (Polyurethan-Schaum mit
Pentan).

» Achten Sie darauf, dass es bei der
Entsorgung zu keiner Beschadigung der
Rohre in dem Gerat kommt.

Fur die Gerate gibt es eine Reihe spezieller Zubehor-
teile, wie z.B.:

- Leuchtaufsatze
- Einhangekorbe
- Gleitmittelstift

- Trenngitter, etc.

Far weitere Informationen wenden Sie sich bitte an
Ihren AHT-Vertriebspartner.

16. Was tun wenn ...

Das Gerat wurde im AHT-Prifzentrum sorgfaltig auf
Leistung und Sicherheit geprift.

Sollte trotzdem einmal eine Stérung auftreten,
Uberpriifen Sie bitte zunachst Folgendes:

- Ist der Netzstecker eingesteckt?
- Liegt Spannung an der Steckdose an?

Bei zu warmer Innentemperatur:

- Waren die Deckel lange Zeit offen?
- Wurde versehentlich warme Ware eingelagert?

- Hatten Sie vorher einen langeren Ausfall der Span-
nungsversorgung?

- Ist die Thermostateinstellung zu niedrig?

e Beruht die Stérung auf keiner dieser vorher genann-
ten Ursachen, rufen Sie bitte den AHT-Kundendienst
und geben Sie die Seriennummer des Gerates (siehe
Leistungsschild) und die Art der Stérung bekannt.

e Kontaktieren Sie den AHT-Kundendienst, wenn lau-
te Gerausche und/oder starke Vibrationen am Gerat
auftreten.

e Dem AHT-Kundendienst liegen alle fur ein Service
notwendigen technischen und aktuellen Informatio-
nen (z.B. Ersatzteil- und Stlcklisten, Stromlaufplane
und kaltetechnische Schaltplane) vor.

A WARNUNG

Gefahr durch Stromschlag und Entziinden

A von brennbaren Gasen.
c Ungeschultes und nicht autorisiertes Perso-

nal darf keine Arbeiten am Elektrosystem
und Kaltesystem durchfihren.

» Arbeiten am Elektrosystem und
Kaltesystem des Gerates durfen nur
durch den AHT-Kundendienst ausge-
fahrt werden.

Bei Fragen, die den Kundendienst betreffen (z.B. War-
tung und Service, Reparaturen etc.) kontaktieren Sie
bitte Ihren regional zustandigen AHT-Kundendienst.
Wenn dieser nicht bekannt ist, kontaktieren Sie bit-
te den zentralen AHT-Kundendienst unter folgender
Kontaktadresse:

Zentraler AHT-Kundendienst
Tel. +43 3614 / 2451-0
E-Mail: service@aht.at
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Explanation of symbols

DE Safety instructions and warnings are indicated in this manual by symbols and signal words. Signal words
describe the degree of risk presented by the hazard.

m Signal words | Meaning

KOR n Hazard with moderate degree of risk. May result in serious injury or even
WARNING death if not avoided.
Hazard with low degree of risk. May result in slight or moderate injury if not
A CAUTION avoided.

Individual note or important collective notes for avoiding material or prop-
NOTE
erty damage.

Symbols ‘ Meaning

General warning signs

Voltage warning

Warning of combustible materials

Warning of slip hazard

Warning of hand injuries

B> B> > >

/
A — A VA <

N

This area is off limits.

\//

[
\

N

Follow instructions

B |
| 4

Use hand protection

V

i
A

Separate collection of electrical and electronic equipment

The following text only applies to a cabinet with semi-automatic defrosting

- List

o List of instructions / safety instructions and warnings

> Action step/measure

!

Cross-reference to another point in the document

26



Security

Legal notices

¢ Please read through these operating instructions carefully before using the cabinet and also pass on these notes
to other people who are entrusted with operating and maintaining this cabinet.

e Ensure that those people who will be involved in operating and maintaining the cabinet have read and under-
stood the operating instructions.

e Ensure that the operating instructions are available and made accessible on site.

¢ Only trained personnel are allowed to operate and clean the cabinet. Only qualified personnel who have been
authorised by the manufacturer may perform maintenance and repair work.

e Make sure without fail to observe the locally applicable safety regulations and regulations as mandated by trade
law.

Limitation of liability:

All information and notes in these instructions were compiled taking into account the standards and statutory
requirements applicable at the time along with the experience gained by the manufacturer and the authorised
service partners. The manufacturer is not liable for personal injuries or property damage (devices, products, etc.)
caused as a result of:

-Failing to adhere to the instructions and the safety requirements contained therein

Failing to adhere to the statutory safety requirements applicable locally

- Any improper use

-The employment of unauthorised and untrained operating and maintenance personnel
-Unauthorised cabinet modifications and technical amendments made by the customer themselves
-The use of spare parts not approved by the manufacturer

-Failure of the power supply or electrical safety equipment

Failure to adhere to the aforementioned points will also void the user’s warranty.

¢ The obligations stipulated in the agreement, the general sales and delivery conditions of “AHT Cooling Systems
GmbH" (referred to hereinafter as “AHT" for short) and the statutory requirements applicable upon conclusion
of the agreement shall be valid.

e The manufacturer reserves the right to make technical changes during the course of optimising and further
developing the unit.

DE
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Security

DE General safety instructions and warnings

m A WARNING

KOR ¢ Do not under any circumstances connect a damaged cabinet to the electric circuit. In this case, please contact
the AHT customer service team immediately. Otherwise, there is the risk of electric shock or refrigerant leakage.

¢ Do not use any multiple socket outlet strips or extension cables. In the event of thermal overload, there is the
risk of a smouldering fire and electric shock.

¢ Note the data in the rating plate, the applicable local electrical safety regulations and the notes in the operating
instructions before you connect the cabinet to the power supply. Otherwise, there is the risk of electric shock
and damage being caused to the cabinet.

¢ The cabinet must only be used when all stipulated safety equipment is available and fully operational. Other-
wise, there is the risk of an injury or electric shock.

¢ Do not under any circumstances remove the safety guards or covers attached to the cabinet by the manufac-
turer. There is the risk that the rotating parts or parts supplied with voltage may cause an injury.

¢ Do not make any technical amendments to the cabinet. Otherwise, there is the risk of an injury or electric
shock.

¢ Do not use this cabinet to store any explosive materials, such as aerosol canisters containing flammable propel-
lant.

e Work on the electrical system and refrigeration system of the cabinet may only be carried out by specialist
personnel authorised by AHT. If the above is not adhered to, there is the risk of an electric shock or risk of
inflammation from refrigerant leaking out.

e Damaged network connection cables must only be replaced by specialist personnel authorised by AHT. Other-
wise, there is a risk of an electric shock.

¢ The cabinet/lighting network connection cable must be disconnected before work is carried out on the electri-
cal system and on the refrigeration system to ensure that the cabinet does not have a voltage supply. Secure
the cabinet against unintentional reactivation. Otherwise, there is a risk of an electric shock.

e Hot steam from steam cleaners and high-pressure water from high-pressure cleaners may damage the electri-
cal insulation, installed electrical and electronic cabinets and the refrigerant circuit. A steam and high-pressure
cleaner should therefore not be used for cleaning.

A ATTENTION

¢ Do not climb onto the lid or into the cabinet. There is the risk of injury due to material breakage.

e |t is prohibited to store any kinds of bottles in freezer cabinets. Glass bottles with liquids may burst in the pro-
cess of freezing and cause cuts.

¢ No objects should be placed on the cabinet. Otherwise, there is the risk of an injury as a result of falling objects.

¢ Loading the freezer cabinets with frozen products may result in frostbite to the hands. You should therefore
use protective gloves.

¢ Condensation may leak from the cabinet and must be removed immediately. Be careful, there is the risk that
you may slip.

e Sharp cabinet edges may cause cuts to your hands when cleaning. You should therefore use protective gloves.

¢ Mechanical damage to the cabinet caused by the trolley system, for example, which does not have a nega-
tive impact on the technical function, must be repaired by the store operator. In the event of damage to the

refrigeration system or the electrical system, this damage must be reported to the AHT customer service team
immediately. Otherwise, there is the risk of personal injury.
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Security

¢ Risk of injury when closing the hinged glass lid. Hands could become trapped.
» Let go of the hinged glass lid before it closes.
» Do not rest hands on the cover frame.

¢ Only specialist personnel trained in electrical technology are allowed to change the fluorescent lamps. There is
the risk of injury due to glass breakage.

e The cabinet must only be transported, stored or operated in a horizontal position of use on the rollers provided.

e Check the cabinet immediately after it is delivered for transport damage and that it is operating properly. If you
determine any defects, you should make a complaint to AHT customer services immediately. = You can find the
contact address in Chapter 16.

¢ When unpacking the cabinet, it is important to check whether there are any loose objects in the packaging.
Before you dispose of these loose parts, please clarify beforehand whether these parts belong to the cabinet or
cabinet accessories.

¢ The operating personnel (store personnel) must be trained by the store manager using the operating instructions.

*The cabinet must be operated in the climate class indicated on the rating plate. Please be advised that operating
the cabinet at values exceeding those stipulated in the climate class will result in a drop in energy efficiency and
if the values are exceeded significantly its functions are likely to be restricted.

e The components of the cabinet must not be heated to a temperature of more than 70°C (158 °F). Do not place
the cabinet in direct sunlight and do not expose the cabinet to radiation from high-energy heat sources (spot-
lights).

¢ In order to ensure that the cabinet functions properly, the ambient temperature must not fall below 16°C (61 °F)
and should not exceed the temperature of the climate class that the cabinet has been designed for and which
has been indicated on the rating plate.

¢ The cabinet starts to cool down immediately after the mains voltage is applied.

e The freezer cabinet is only to be used for storing products that are already frozen.Any other use is therefore
considered to be improper.

¢ In the event of a power failure, the stored products must be monitored by the store operator.

¢ The cabinet must only be operated with the lid closed. Otherwise, the cooling surfaces could ice up. If this hap-
pens, the required temperatures cannot be maintained.
» No objects should be trapped between the glass lid and the cover frame.
» The lids may only be opened briefly for the storing and removal of products. Afterwards, it must be com-
pletely closed again.

e The cabinet must be regularly monitored for foreign objects in the product space.

e Extremely vulnerable people (including children under the age of 8) may only operate the cabinet under supervi-
sion and after receiving training as a result of their physical, sensory or mental capacity and are not allowed to
carry out any maintenance or cleaning work. Children shall not play with the appliance.

¢ During each effective cooling procedure, condensation accrues or the moisture contained in the air is frozen onto
the cooling surfaces. The operator must therefore defrost the cabinet manually at regular intervals.

¢ Do not use any heaters or sharp objects for the defrosting procedure. This leads to the cabinet being damaged.
Sharp objects may scratch the glass lid (safety glass) and subsequently destroy it.

¢ When it comes do disposing of the cabinet, please supply the cabinet to the local disposal partner taking into
account the legal requirements applicable locally. Please ensure that the tubes are not damaged. Please refer to
the information on the refrigerant displayed on the rating plate to ensure that the cabinet is disposed of correctly.

DE
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Special safety instructions and warnings

for cabinets with R-290 (propane) and R-600a (isobutane) refrigerant

A WARNING

e Refrigerants R-290 and R-600a belong to safety group A3 pursuant to DIN EN 378-1. The refrigerant used is
shown on the rating plate.

¢ The refrigerant is highly flammable. In case of leakage, refrigerant can escape and cause an explosive gas/air
mixture. This may subsequently lead to fire and explosion with resulting fire risk. Ignition sources (heat, sparks,
open flames, hot surfaces) should therefore be kept at a distance.

e Liquid refrigerant causes frostbite on the skin. Protect the hands and face from contact with liquid /
leaking refrigerant. Wear safety goggles and protective gloves.

¢ Do not close vents in the appliance housing (equipment room). If accessories have to be installed, care must be
taken to ensure that no air vents are closed.

e Comply with minimum distances from boundary walls and other equipment, so as not to obstruct the circula-
tion of air. - See Chapter 5 for minimum distances.

¢ Do not use mechanical devices or other means (e.g. scrapers) for accelerating the defrosting procedure, except
those recommended by the manufacturer.

¢ Do not damage the refrigerant circuit.

* Do not use electrical appliances (e.g. wet vacuum) inside the refrigerated cabinet, except those of a design
recommended by the manufacturer (explosion protection marking).

¢ Work on the electrical system and the refrigeration system must be carried out by AHT-authorised persons only
(personnel trained in the handling of flammable refrigerants). Furthermore, opening of the refrigerant circuit
and extraction of the refrigerant may only be performed in well-ventilated rooms or in the open air.

¢ Before undertaking any maintenance work, the appliance must be taken out of service by unplugging the
mains plug(s). The appliance must be completely disconnected from the power supply.

e Properly dispose of equipment containing flammable R-290 or R-600a refrigerant and equipment with insulat-
ing foam (thermal insulation polyurethane foam containing pentane). Inquire at your local authority about the
safety-related and statutory disposal regulations.

AHT cabinets have been designed to ensure they are environmentally friendly and easy to dispose of. Neither the
R-290 and R-600a refrigerant nor the propellant pentane (for the insulating foam) have the potential to deplete
ozone, nor do they contribute to the greenhouse effect.



1. General information

AHT products meet the requirements of the EU di-
rective 2011/65/EC (RoHS2) for preventing danger-
ous substances from entering electrical and electronic
cabinets and the EU regulation 1907/2006 (REACH) on
registering, assessing and approving chemicals.

When it came to designing the product, the manufac-
turer ensured that the cabinets were environmentally
friendly and easy to dispose of. This was especially the
case with the refrigerant propane (R290), isobutane
(R-600a) and the insulating foam propellant pentane.
The refrigerants R-134a and R-404A are covered by
the Kyoto Protocol.

The global warming potential (GWP) and the ozone
depletion potential (ODP) of the refrigerant employed
depending on the model is disclosed in the following
table:

Refrigerant GWP ODP

R-134a 1430 0
R-404A 3922 0
R-290, R-600a 3 0

The airborne noise emission of the cabinets amounts
to at most 45 dB(A) at a distance of 1 m.

The design of the individual cabinet types may vary.
Technical data can be viewed on the rating plate and
in the brochure data sheets available from the AHT
sales department. If you require any further informa-
tion or have any questions regarding the operating
instructions, please contact the AHT customer service
team.

2. Rating plate and
serial number

Please refer to the information on the rating plate
when handling the cabinet. The rating plate can be
found as a label on the rear of the cabinet and con-
tains important technical data on the

- cabinet designation and cabinet type

- Serial number

- Climate class ™

- Nominal voltage and nominal frequency
- Nominal current and nominal power

- Refrigerant and amount employed

- Net volume

- Manufacturing date

- Stamp

- Technical data for interior lighting (optional)
- and other technical data

1. The climate classes are defined in ISO 23953-2 and indicate the maximum
ambient temperature and the maximum relative atmospheric moisture in the
environment which the relevant cabinet was designed for.
Example: Climate class 7 (35 °C, 75% rH) means an
- ambient temperature of 35 °C with a
- relative air humidity of 75% (based on the maximum

air humidity possible at 35°C)

Instruction

Also affixed in the equipment room is a label showing
the following information

- Cabinet serial number
- Cabinet designation
- Refrigerant identification

3. Application

The cabinet is a “plug-in-ready” compact cabinet. The
correct position of use is the horizontal position, stand-
ing on rollers. The products are accessed from above.

A caution

Risk of injury due to material breakage.

Cuts to the body and damage to the cabi-
net.

» Do not climb on top of or into the cabi-
net. Do not place loads on the lid.

» Remove a broken lid from inside and
around the freezer area immediately
wearing protective gloves.

» Stop using the cabinet with the broken
lid and immediately transfer all affected
products to a functioning cabinet.

AHT freezer cabinets are designed to store frozen,
packaged frozen food products or ice cream or ice
cream packaged in licensed scooping containers.

e The cabinets are not suitable for freezing fresh prod-
ucts. Any other use or use of the cabinets that is
beyond what is specified is deemed to be not for the
intended purpose.

¢ Please ensure that the cabinet is at the correct tem-
perature before storing products inside.

The climate class permissible for the cabinet (maximum
ambient temperature, maximum relative atmospheric
humidity) and other important technical information
can be found on the rating plate.

There must be regular monitoring by trained operating
personnel to ensure fault-free condition and correct
usage of the cabinet. The cabinets must be monitored
on a regular basis to ensure that products that have
been stored incorrectly by third parties (e.g. by cus-
tomers) are removed.
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A caution

Risk of injury due to glass breakage.
Glass bottles with liquids may burst in the
process of freezing and cause cuts.

» |t is prohibited to store any kinds of
bottles in freezer cabinets.

The AHT freezer cabinets are supplied in different de-
signs (cabinet models). Shelf baskets, hanging baskets
or separation grilles can also be supplied as accesso-
ries.

¢ During each effective cooling procedure, condensa-
tion accrues and the moisture contained in the air is
frozen onto the cooling surfaces. The operator must
therefore defrost the cabinet manually at regular in-
tervals.

4. Unpacking and handling
NOTE

e In order to prevent the cabinet from being damaged,
it must only be transported and stored in the posi-
tion of use.

A visual inspection must be carried out before and dur-
ing unpacking of the cabinet to determine any damage
that may have occurred during transit.

e Please check for loose parts, dents, scratches, visible
loss of liquid, etc. Any damage must be reported to
your competent AHT customer service representa-
tive immediately before commissioning the cabinet.

¢ Before disposing of the packaging material, this
material should be checked for any loose functional
parts.

A WARNING

Risk of electric shock.
/ l \ | A damaged cabinet may cause a short
circuit or fault to frame.

» Do not under any circumstances con-
nect a damaged cabinet to the electric
circuit.

» Please contact your competent AHT
service partner or the central AHT cus-
tomer service team immediately.

e The local AHT service partner must be contacted
when reporting any damage. You can find their ser-
vice number on a label found on the cabinet. If you
are unable to find the service number, please contact
the central AHT customer service team (— see Chap-
ter 16 for contact address).

5. Installation
NOTES

e The cabinet and its components must not be ex-
posed to direct sunlight and not be heated above
+70°C (158°F)

e The cabinet should be operated in an environment
defined by the climate class (see rating plate).

The following points must be adhered to when
assembling the cabinet:

- Ensure the cabinet is stable and level.

- The ventilation openings (air grilles) of the cabinet
must be kept free. Set up the cabinet in a well ven-
tilated position.

- When setting up the cabinet, ensure there is an all-
round spacing of at least 50 mm (1.97 inches) or
at least 100 mm (3.94 inches) for cabinet types for
climate class 5 with designation (-5) according to the
cabinet model overview for boundary surfaces (e.g.
walls, cabinets, shelves). Operation is permitted only
with the available castors.

Avoid draughts and increased heat radiation at the
installation location. Do not place the cabinets in
front of radiators, heating systems and in the vicinity
of air outlets.

Do not install heat sources or spotlights (e.g. light
bulbs) in the cabinet. Any heat radiation in the cabi-
net will lead to increased operating costs and may
impair the performance of the cabinet.

Block the castors after installation by using the park-
ing brake (optional).

The cabinet must not travel up and down steps, oth-
erwise it will get damaged.

Advertising posters must only be stuck on as
thin  films. Ventilation openings (air grilles),
temperature  displays,  safety notes and
the rating plate must not be covered.

Do not attach any thick, insulating materials to the
exterior walls.

- Ensure that the lid (glass or insulating lid) is in the
right position. The lettering must be legible from
above.



- In the case of cabinets with a condensation drain in
the base trough (optional), it is essential to ensure
that it is installed below the cabinet in a way that
makes it constantly accessible and offers sufficient
space for a condensation collecting tray to be placed
underneath.

- It is not permissible to drill into the cabinet in order
to attach the condensation trays, for example.

6. Electrical connection
NOTES

e [t is imperative to adhere to and comply with the
regionally applicable requirements of the local
power supply company and the generally applicable
national standards and safety requirements.

¢ The network voltage and network frequency must
correspond with the nominal values displayed on

the rating plate of the cabinet.
6.1 Power supply

A WARNING

f Risk of electric shock.
People may be careless and enter into
contact with the electric circuit.

» Work on the electrical system must
only be carried out by AHT authorised
specialist personnel.

» Damaged network connection cables
must only be replaced by AHT autho-
rised specialist personnel.

» Contact our AHT customer service team
about this.

A WARNING

Risk of electric shock and smouldering fire.

A A thermal overload of multiple socket out-

let strips or extension cables may lead to
short circuits and subsequently to smoul-
dering fires.

» Do not use any
multiple socket outlet strips.

» Do not use any
extension cables.

The freezer cabinet is a “plug-in-ready” compact cabi-
net. When connecting the cabinet to the electricity
network, the following points must be adhered to:

e Supply cables must have a minimum cross section
of 2.5 mm?(corresponds with USA: AWG 14). 3-pin
cables must be used at all times. It is not permitted
to use a 5-pin cable.

e Only connect cabinets to a grounded socket with
ground contact and its own mains circuit. No more
than 2 cabinets should ever be connected to an elec-
tric circuit.

¢ No other loads must be connected to these sockets.

e For cabinets with an integrated grounded socket,
fuse links (maximum T2A) of the respective nominal
voltage (see rating plate or additional sticker) may
be used in the fuse holder in accordance with EN
60127-2/IEC 60127-2.

¢ The network connection cable is designed as a com-
bined cabinet/lighting network connection cable. It
is approx. 150 cm in length and can be found on the
bottom right of the cabinet.

6.2 Circuit protection

A WARNING

f Risk of electric shock.

Electrical safety requirements that are not
adhered to may lead to people entering
the electric circuit unprotected.

» It is imperative that the electrical safety
requirements are adhered to. Ensure
that you are sufficiently protected.

6.2.1 Circuit breaker (MCB)

Circuit breakers (MCBs) are provided as minimum cir-
cuit protection for the cabinet.

NOTE

e |t is imperative to use the MCBs with 16 A (USA:
15A) and with trip characteristic “C"”. In order to
ensure maximum operating safety, we suggest using
a single MCB as protection for each cabinet.

6.2.2 Ground fault circuit interrupters
(RCCB)

The use of a ground fault circuit interrupter as “ad-
ditional protection for the exterior and for sockets”
(411.3.3) is stipulated for new installations based on
VDE 0100-410 (in its current version) (as has already
happened in Germany, Austria and Switzerland).
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Ground fault circuit interrupters are therefore stipu-
lated for the electrical installation of AHT cabinets in
stores. It is deemed practical that the AHT cabinets
have their own ground fault circuit interrupter protec-
tion for the lighting.

When using ground fault circuit interrupters, it is im-
portant to ensure that the circuit interrupters being
used are type “G" (surge current resistant). In order to
enhance the performance of the ground fault circuit
interrupter, we suggest the following:

Nominal current 40 A
Trip current 30 mA
Trip characteristic C

Cabinets for each ground faultmax. 2

It is preferable for each cabinet to have 1 ground fault
circuit interrupter for individually protecting the cabi-
nets. With a combination of a fuse and circuit break-
er (ground fault circuit interrupter/miniature circuit
breaker), a maximum of 2 cabinets are supplied for
each circuit protection.

e No more than 2 cabinets should ever be connected
to a ground fault circuit interrupter (GB/USA: RCCB)
or a ground fault circuit interrupter/miniature circuit
breaker combination (GB/USA: RCBO).

6.2.3 Ground fault circuit interrupter/
miniature circuit breaker combination
(RCBO)

The following types of ground fault circuit interrupter/

miniature circuit breaker combinations can be used for
1 or 2 cabinets:

Quantity Cabinet 1 2
Characteristic “C” “C
Nominal current 10 A 16 A
Trip current 30 mA 30 mA
Type “G" “G"

o AHT however recommends a ground fault circuit in-
terrupter/miniature circuit breaker combination for
each cabinet.

e | oad shedding circuits or cabinet circuits are not per-
mitted as interferences may occur

e In the case of cabinets with an integrated internal
light and separate light connection cable, each cabi-
net must have an additional light socket. A maxi-
mum of 8 light connection cables may be connected
to a single fuse.

7. Commissioning and

function

The cabinet should have a minimum temperature of
+16°C (60.8°F) before being commissioned.

All cabinets are equipped with a glass or insulating
lid as standard. These lids are required to operate the
cabinets correctly.

Lid variants:

- Sliding glass lid

- Insulating lid

- Hinged glass lid (for Sao Paulo H 135 and Sao Paulo
H175)

A caution

Risk of injury when closing the hinged
glass lid.

Hands could become trapped.

» Let go of the hinged glass lid before it
closes.

» Do not rest hands on the cover frame.

\'[eJF= — applies to all lid variants

e The cabinet must only be operated with the lid
closed. Otherwise, the cooling surfaces could ice
up. If this happens, the required temperatures can-
not be maintained.

» No objects should be trapped between the glass
lid and the cover frame.

» The lids may only be opened briefly for the stor-
ing and removal of products. Afterwards, it must
be completely closed again.

The bulging that may occur during operation does not
have a negative impact on how the cabinets function.

Important information for handling D-Ice cabi-
nets:

In order to precisely maintain the temperature distribu-
tion required, the cabinet is equipped with an internal
fan, which is located in a stainless steel housing. The
basic equipment of the cabinet includes hanging bas-
kets, in which the ice containers are placed. The two
outer hanging baskets are equipped with wall spacers.



NOTE

¢ The cabinet can only work flawlessly with these spe-
cial hanging baskets (— see Fig. 1)

Interior fan

Hanging baskets
with spacers

Fig. 1: Internal view of D-Ice cabinets with baskets

A caution

Risk of injury due to material breakage.

Cuts to the body and damage to the
cabinet.

» Do not climb on top of or into the cabi-
net. Do not place loads on the lid.

» Remove a broken lid from inside and
around the freezer area immediately
wearing protective gloves.

» Stop using the cabinet with the broken
lid and immediately transfer all affected
products to a functioning cabinet.

¢ The lids must not be exposed to any additional loads
or be used as a storage space for various objects.

eDuring each effective cooling procedure, condensa-
tion accrues and the moisture contained in the air is
frozen onto the cooling surfaces. The operator must
therefore defrost the cabinet completely manually at
regular intervals.

A caution

Risk of injury due to slipping.

Leaked condensation may lead to slipping.

» Timely removal of the condensation that
may leak from the cabinet.

8. Temperature setting and

monitoring system

NOTE

e Please adhere to the statutory storage temperature
for your products.

The temperature display (optional) shows a tempera-
ture inside the cabinet that does not correlate directly
with the product temperature.

On cabinets with a thermostat, the display can either
be in the form of an external thermometer on the
front wall or as an internal thermometer on the right
inside wall.

On cabinets without a temperature display, a ther-
mometer is to be placed on the highest layer of prod-
ucts. Please note, however, that this does not display
the temperature of the products but, from experience,
a slightly warmer temperature.

8.1 Cabinet types

Freezer cabinets are designed for the mode “—" (freez-
ing mode) only.

Depending on the area of use (purpose of use),
various temperature ranges are available:

Operating mode “-" freezing mode

Temperature Purpose of Temperature
range use controller
Standard Impulse ice cream  Thermostat
Optional Scooping ice cream Thermostat
("Scooping”)
D-ICE D-ICE* Electronic
controller

*D-lce: narrow temperature range for internal temperature of
-18°C +/-1°C (1.4°F to -2.2°F)

9. Operating the temperature
controller

9.1 Thermostat temperature controller

The temperature controller (thermostat) is located on
the side in the ventilation grille.

Depending on the design of the cabinet model, the
setpoint for the internal temperature can be
set in the following ranges:
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Standard  Impulse ice cream  —14°C to —23°C
(6.8°F to —9.4°F)
Optional  Scooping ice cream —6°C to —23°C

("Scooping™) (21.2°F to -9.4°F)

Thermostat setting:

Level 1: Warmest setting

Level 4: Factory setting (customer-specific)

Level 7: Coldest setting

To set the required setpoint temperature, rotate the

thermostat (adjusting screw) using a suitable screw-
driver

- in clockwise direction (— see direction of rotation in
Fig. 2) for colder temperatures

- in anticlockwise direction for warmer temperatures

Fig. 2: Thermostat setting in the side ventilation grille

9.2 DIXELL electronic temperature
controller

Cabinet model for D-Ice are equipped with an elec-
tronic temperature controller of type “DIXELL".

The controller is located on the front, from where it
can be operated using the keys. Three keys are pro-
vided as operating elements that are used as follows:

Fig. 3: Controller type DIXELL operating elements and display indicators
(symbols)

1. [SET] key SET Display or
change the setpoint
Factory-set setpoint :
-19°C (-2.2°F)

2. [Up] key

Setpoint setting The
A setpoint can be in-

creased by a
maximum of 1 °C
(=19 °Cto-18°C)
(=2.2 °F t0 -0.4 °F).

3. [Down] key V Setpoint setting The
setpoint can be de-
creased by a maximum
of 1°C
(=19 °C to =20 °C)
(=2.2 °F to -4 °F).

All other buttons on the display are blocked for the
operator.

9.2.1 Temperature display

The display shows the internal temperature. The inter-
nal temperature may fluctuate only between —17°C
and -19°C (1.4°F to -2.2°°F).

If required (depending on the weather or location),
the setpoint of the freezer cabinet can be increased
or decreased by 1 °C (1.8 °F) in order to achieve the
required internal temperature.

— See the following chapter for more information.

9.2.2 Setting the setpoint

Display the set setpoint:

Press [SET] key
To leave the setpoint display:

Wait 15 sec. or press the [SET] key again.
The actual value is displayed again.

Change the set setpoint:

Press the [SET] key for at least 2 sec. The setpoint is
shown on the display and the LED symbol °C/°F flashes.
Next, the setpoint can be increased or decreased with
the [UP]J/[DOWN] key. The new setting will be ad-
opted automatically 15 seconds after the last key has
been pressed or by pressing the [SET] key.

9.2.3 Error message and acknowledge-
ment

An alarm is displayed in alternation with the tempera-
ture through an error code * (flashing display) (— see
table below). There is also the option of outputting an
acoustic signal through an additional buzzer that has
been installed.



1. The acoustic alarm (where available) is acknowl-
edged by briefly pressing any key.

2. The error code appears (in alternation with the tem-
perature) until the error is resolved.

Error code* Meaning

P1 Room sensor defective
or missing

HA High-temperature alarm
Internal temperature

LA Low-temperature alarm

Internal temperature

The internal temperature must be monitored for about
2 hours after the cabinet is commissioned.

e Please wait until the required product storage tem-
perature has been reached before storing products
inside.

¢ Open the cabinets only for loading and product
removal purposes.

A caution

Risk of injury when loading the freezer
cabinets. This may result in frostbite to the

hands.

» \Wear protective gloves during loading.

Cabinets must only be loaded up to the load lim-
it marking attached to the interior of the cabinet
(— see Fig. 4).

_v,_v—

Fig. 4: Symbol for load limit marking

The set product storage temperature can no longer be
guaranteed once the load limit marking is exceeded.
The lids may optionally be equipped with a lock. Please
ensure that the keys are not stored in the vicinity of the
cabinet and are kept out of the reach of children.

11. Maintenance, defrosting,
cleaning

11.1 Maintenance

The cabinets are generally maintenance-free. Howev-
er, as described in the subsequent chapters, they must
be defrosted and cleaned.

11.2 Defrosting

- Asignificant build-up of ice on the interior container
walls may lead to a reduction in performance and a
differing temperature being displayed.

- Depending on the build-up of frost on the interior
container, the layer of frost must be defrosted from
time to time (from experience several times a year) if
it is more than approx. 10 mm thick.

- The build-up of frost (build-up of ice) is mainly de-
pendent on the ambient conditions at the installation
point (atmospheric humidity) and the handling of the
cabinet (frequent opening or lid left open). Thin lay-
ers of frost should be scraped off using the plastic ice
scraper that has been provided.

- We recommend combining the complete defrosting
with the cleaning procedure.

* Do not scrape off or chip off the layer of ice and
frost with sharp objects or tools. Risk of damaging
the interior walls.

A WARNING

Risk of ignition from sparks.

As a result of potential leaks in the refrig-
eration system of the R-290 or R-600a
refrigerant, the sparks of a vacuum cleaner
or other electrical cabinets may cause the

mixture of gas and air that may form to
ignite accidentally.

» Remove the condensation from R-290
or R-600a cabinets either with a dry
towel or with a sponge.

» Only use wet vacuum cleaners or
electrical appliances with an explosion
protection marking inside the refriger-
ated cabinet.
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The following table shows a step-by-step guide to the
complete defrosting process:

Carrying out a complete defrosting procedure

1. Relocate the products to other cabinets.

11.3 Cleaning

A WARNING

Risk caused by electric shock and refriger-
ant leakage.

2. Unplug all mains plugs.

3. Open or remove the lid so that the cabinet can
defrost more effectively.

4. Remove all loose accessories, such as baskets,
separation grilles, etc.

5. Remove condensation. Either with a wet
vacuum cleaner (— Adhere to the warning for
cabinets with R-290 or R-600a refrigerant), or
by drying it up with a cloth or sponge.

There is also the option of having a condensa-
tion drain with a plastic plug (— see Fig. 5) for
condensation in the base trough: In this case,
place the collecting tray below the drain before-
hand.

6. Wipe the cabinet dry and clean the interior.

7. Close the condensation drain again if there is
one in place.

8. Reinstall the accessory parts that were removed
beforehand.

9. Reposition the lid correctly and close it.

10. Plug the mains plug back in.

11. Defrosting is complete.

12. Monitor the internal temperature until the
required value (adjustment period: approx. 2
hours) is displayed again.

13. Product can be stored again.

Fig. 5: Plastic plug for condensation drain (the plug seals the tank from the
inside).

The hot steam of a steam cleaner and the
high water pressure of a high pressure
cleaner may destroy electrical insulation
and electronic devices and damage the
refrigerant circuit.

A\
A\

» Do not use any steam or high pressure
cleaners for cleaning.

A caution

Risk of injury due to
sharp edges.

Sharp edges on the cabinet may cause cuts
to the hands.

» It is absolutely imperative for you to
wear protective gloves.

e In order to prevent the cabinet being damaged,
please do not use any abrasive, chemically aggres-
sive or slightly flammable cleaning agents for clean-

ing.

e AHT recommends cleaning the cabinet surfaces us-
ing a clean cloth moistened with water or cleaning
with slightly alkaline cleaning agents (e.g. neutral
soap and water) for large amounts of dirt.

e The insulating lid can be cleaned as described above.
For glass lids, follow the cleaning instructions in the
following chapter — “Glass cleaning”.

e A special lubricant is located in the sliding frame. In
order to maintain the enhanced sliding property of
the lid, you should remove the dirt and dust from the
frame every now and then.

¢ Do not scrape off or chip off the layer of ice or frost
with sharp objects or tools. There is a risk of dam-
age to the interior walls.

To clean, proceed as for a complete defrosting
procedure and clean as follows:

1. Remove the lid and follow the various cleaning
instructions according to the lid variant.



Cleaning instructions for the lid variants:

according to
— Chapter 11.4.1 and
— Chapter 11.4.2

according to
— Chapter 11.3

Sliding glass lid
Hinged glass lid

Insulating lid

2. Clean lid running rails, cabinet surfaces and re-
moved accessory parts with a damp cloth and
then wipe dry with a clean cloth.

3. Reinstall removed parts.

4. Apply a new layer of lubricant to the running
rails on the cabinet frame using a lubricant pen
(accessories available from the AHT sales team).

11.4 Glass cleaning

11.4.1 Non-coated
glass surfaces

Time of cleaning:

The exterior (not facing the chiller cabinet) and non-
coated glass surfaces can also be cleaned while the
cabinets are in operation.

¢ Please ensure that vast quantities of water and clean-
ing agent are not applied to the glass surfaces to be
cleaned and that the cleaned surface is then dried
thoroughly again.

Cleaning agents:

- Use clean water and/or neutral or slightly alkaline
cleaning agents for slight soiling.

- Glass cleaner with an almost neutral pH (pH of 5 to
7 is recommended) can be used for heavy soiling.

e Abrasive or chemically aggressive cleaning agents
or cleaning agents with a strongly acidic pH value
(below 4) or highly alkaline pH value (above 8) must
not be used.

¢ Please ensure that no residue from the cleaning
agent remains on the plastic surfaces of the glass en-
closure or seals after cleaning. This residue may de-
stroy the surface over time and reduce its functional
capability. After cleaning the glass, these areas must
be cleaned with clean water and suitable cleaning
appliances and then dried thoroughly.

Cleaning equipment:

¢ The cleaning appliances and the water used for the
cleaning procedure must be clean before cleaning
the glass.

¢ The following cleaning appliances are recommend-
ed:
- Soft cotton cloth
- Soft and highly absorbent sponge cloth (e.g. prod-
ucts from VILEDA)
- Glass squeegee (wiper with rubber lip) or a soft,
dry cotton cloth for wiping surfaces dry

¢ The following cleaning appliances should generally
not be used for cleaning glass:

- Microfibre cloth (not recommended due to the
aggressive surface)

- Hard or sharp metal objects (e.g. glass plane, glass
blade, steel wool, etc.) which destroy the sensitive
glass surface or coatings.

- Steam cleaner or high-pressure cleaner. As a result
of the high temperatures or pressures prevalent
here, glass surfaces are destroyed by glass corro-
sion along with the surfaces of plastic enclosures
and seals.

11.4.2 Coated glass surfaces

The following points must be adhered to for coated,
interior glass surfaces with high heat reflectivity and
low emissivity (Low-E):

Time of cleaning:

The cabinet may only be cleaned either in a completely
deactivated state or at least in defrost mode (cooling
temporarily unavailable).

NOTE

e These internal coated glass surfaces facing the cold
side must not be cleaned while the cabinets are in
freezer mode. There is a risk here of the freezer cabi-
net icing up.

Cleaning agents:

The sensitive surface layers may only be cleaned with a
cotton cloth that is completely clean and lightly moist-
ened with pH neutral water.-
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NOTE

e The use of any glass cleaners or other cleaning
agents available in stores is not permitted as they
destroy the sensitive coating.

Cleaning equipment:

Only a soft and completely clean cotton cloth may be
used to clean the coated glass surface.

e The use of abrasive microfibre cloths, glass squee-
gees (wiper with rubber lips) and absorbent sponge
cloths or sponges is prohibited for cleaning sensitive
coatings.

12. Interior lighting

12.1 Cabinet with luminescent lamps

A caution

Risk of injury caused by glass breakage.

Glass parts and fragments of glass from
broken fluorescent lamps may cause cuts
to the hands.

» Only specialist personnel trained in elec-
trical technology are allowed to change
the fluorescent lamps.

» Wear safety gloves when removing frag-
ments of glass and any goods that may
have been damaged by them.

The following procedure must be taken when
changing the fluorescent lamp:

1. Unplug the cabinet/lighting network connection
cable and safeguard against unintentional start-up.

e The refrigeration procedure is interrupted in the
event that the combined cabinet/lighting network
connection cable and safeguard is unplugged. It
is therefore necessary to change the lamp rapidly.

2. Detach and pull out the lamp cover (transpar-
ent part) by pressing the housing together slightly
(— see Fig.6).

Fig. 6: Remove lamp cover

3. Remove the faulty fluorescent lamp and dispose of
it in the correct manner.

4. Use a new special fluorescent lamp of the same
type in line with the note on the rating plate. This
lamp can be obtained from AHT customer services.

ul

. Reattach the lamp cover securely.

(@)}

. Plug the cabinet/lighting network connection cable
back in again.

Description of the fluorescent lamps:

e Information on the fluorescent lamp can be found
on the rating plate. If you have any questions, please
contact the AHT customer service team.

12.2 Cabinet with LED bars

NOTE

® Only the authorised AHT customer service team are
allowed to change the LED bars-

13. Taking the cabinet out of

service for longer periods

If the cabinet is decommissioned for an extended pe-
riod of time, the following procedure should be taken:

1. Remove all products.

2. Switch off the cabinet by unplugging the cabinet/
lighting network connection cable.

3. Open the lid and adjust the cabinet to room tem-
perature. The cabinet can then be cleaned.

4. Leave the lid slightly ajar (approx. 2-3 cm). The
ventilation prevents the formation of odours and
spores in the interior.



e The cabinet must not be exposed to direct sunlight
when the lid is closed. The cabinet may be damaged
by high internal temperatures.

14. Disposal

A caution

= Dispose of the cabinet properly in accor-
dance with the applicable national disposal

' provisions (e.g. WEEE within the EU) and
I | the provisions of the local disposal partner.

» Please pay particular attention to
ensuring that the refrigerant and the
heat insulation material (polyurethane
foam with pentane) are disposed of in
a secure and environmentally friendly
manner.

» Please ensure that the tubes in the
cabinet are not damaged when being
disposed of.

15. Accessories

There are a number of specific accessory parts avail-
able for the cabinets, such as e.g.:

- Lighting attachments
- Hanging baskets

- Lubricant pen

- Separation grille, etc.

Please contact your AHT sales partner for more infor-
mation.

16. What to do if ...

The cabinet was checked carefully at the AHT test cen-
tre in terms of its performance and safety aspects.

If a fault occurs in spite of this, please check the
following first of all:

- Is the power supply plugged in?

- Is there voltage in the socket?

If the internal temperature is too warm:

- Were the lids open for a long time?
- Were warm products stored inside by mistake?

- Has there been power outage for an extended period
of time?

- Is the thermostat setting too low?

e |f the reason for the fault is not one of the aforemen-
tioned causes, please call the AHT customer service
team and inform them of the serial number of the
cabinet (see rating plate) and the type of fault.

e Contact AHT customer services if loud noises and/or
extreme vibrations occur with the cabinet.

e AHT customer services have all the technical and lat-
est information required for a service (e.g. spare part
and equipment lists, circuit diagrams and refrigera-
tion circuit diagrams) at their disposal.

A WARNING

Risk of electric shock and ignition of flam-
mable gases.

Untrained and unauthorised personnel
are not allowed to carry out work on the
electrical and refrigeration system.

» Only authorised AHT customer service
personnel are allowed to carry out work
on the electrical and refrigeration sys-
tem of the cabinet.

Please contact the competent member of AHT cus-
tomer services in your region regarding questions re-
lating to customer services (e.g. service and mainte-
nance, repairs, etc.). If you are not sure who this is,
please contact the central AHS customer service team
using the following contact address:

Central

AHT customer services
Tel. +43 3614 / 2451-0
Email: service@aht.at

KOR

41






T_
green.freshness.worldwide AH |

DE
AlS AEHA
Hoi=
Mg HA/ S AR
=X} 7.AIR2B YIS 52
8. 2= MA UKo A|AE 53
) ) B B R B 53
GERATEMODELLE — UBERSICHT - 53
MODEL TYPES - OVERVIEW 9.1 MBABH S EET| oo 53
A2 - VIR 4 90 MAIA 25 EET| DIXELL oo 53
9.2.1 % TAIE oo 54
9.2.2.9.2.2. 2HZEAME oo 54
orM 9.23 22 ARl W @2 &0l . 54
71E MY 44 10, =7y 54
B x| Al 45 11.RXE%, AL HA 55
olu} obx 9l 47 K| 46 111 FRIES 55
o - T4 2 A o 55
LHOf R-290(Z 21 X R-600a(0]| A 5EH 113 sa oo
x — EA o'.x1 n_l ,1ﬂ *l . . o—l— -------------------------------------------------
e L B o dsama 56
1.4egs 49 1141 YR LS K2 EH ..o, 56
2. HE U oUMHS 49 1142 FEHE F2 EMH ..o, 57
3.AK2 49 12 ML= 57
121 HBRO| QU= BER oo, 57
12.2 LED BFZF Q= FER| oo, 58
A dHA] 13. 27| 2F ZHx] S| 58
4. XX} EI| L FF 50 14.H7| 58
5. Mx| 50 15, ¥AMA 2] 58
6.M7|1 9 50 16. ArEHH =R 58
61 T B 51
6.2 B 51
6.2.1 A8 B2 AFEFI | 51
6.2.2 =8 ZFEFT|(RCCB) oo 51
6.2.3 RCD/MCB E£&& AIet7[(RCBO)......... 52

43



Mo 0
e N R
= T ol am | w
% I T | RO
o 0 0
g i my _A_u_.
o oF o 1
2 o o 4
o il <1 N
o 20 < 10
< o o n
S 0 R0 1
] il il -
i ok ok =
3 7 g =
) v B g
u E E -
Y e =
¥ [ K Ao
S L B - D o]
iof BOS | R = ~
< oF <k oFT | ® _ B3 -
E oTEl | ordl | vz T
o] nosr | foos | &r o o rin
o 0 Ofu B | ) 4_.q.ﬁ_u R o N S <
= | oF0 | oFW | d ot 7 (R o o
z o ST T S T I R [ S 1
m ol ER{xa Ko | KR _M_ = C I :_AD b ﬁ o
1 o 5] R oF | & | 1 T | D <[
oo B S| g | T e | B K T |
= =l w | x| wm | A || oe | oop | T o |
S O o | R ol | T | W || | o
ol o
® s
K |F__| ._An B B -
m -H 2 o_ ,,\\\ ///// ﬁ\ /// ;\\ //,
= S KF () &3 &)
w5 = RO O \U &
™™ [T 1[0 o
0 o7 B g < ~
<M o
o
™
S
w2
QO w I

I

ol

44



L 2
(a] w R
ol
o Sk = 3l .
ol E o [
ol R Kf = of
ok )= ﬂ._M_ =
_ I\ z
_._.___._._ o = O_._._
F = o ol o
. od OIH __o._
hd} x N = L
K < Kl S —
)= i 1 )= S
T oK o= o
B 110 JI._ |:|.A ==
= K ik =l
o o g A W 5
_A_l __o_ﬁ = |7rElDI. _u__A
— — 0 o . = =
ol K Ho oA J 2
x  MHoa = ojn <[z E
RooB D 7 o8 o
- = O_ J._l . O~ ]
s =& RIIR o< T
o o & w_. HE“ITAI = H,
mw o o o ® X =K 3 L w
_— ol 9- F - CL Y ol <
< ul o ol <0 s OF
T o —_ _AI In_ a0 H:.LH —_
o — K o =29 o H
a OEx ¢  HEF S m
o O F o K Tl 7 ) OO TN}
— — ol — ™ 3 0 U =
® wEg = Hzge ETS:
= = ul PSS w Mz R
o oy L: A_H_ —- — < —_ - G__oH_ A
FoTn 9% o3 ol T R o oF H o E
H = o RIU <k ol KT KO o E0F &
v op < om T X0— KK o® E H o &
— o K ||_._A.ﬂm 0= ) &m n ..&_u_._ <
O i A b HEIXE R gRD
6 o S4 R T K = K0
R gaa & Uil ox il R L
A._ < w m__AI_I._I — ﬂ __OH_\.I Al _AI m_x A_._._._ — IOrl_ - m _A_l -
q g X Wouo = N I R
oy o I Rr g o ar ol o N =R o O ®
R WOk e pl g w K W = i
e NG AR wBR o F o Mg % OSw R
oo Gt g o= M ® N - Koo Lm= T
uAr_._E H = Kol gp u._wuw.xro 5 ol < K= RlOqF IEX g
“ROK 0 n® I L o R &
M Sy *owat gaftmm < moe d wEL W
= I O I T U I AR S
Rl KT W X oudl oo Sif g w oo K0 ® PR o
J ~P D A T o WTagox MR B s Bl
Bl v o @ quU = Bl oW B R mk ool g Mo MELE
= — { =} - M 71 = — K T3 e
mﬁx;_r_a%%:gx%m:__Ammﬂmaﬂ n o2
] KT R < Hw w ol <r o0 .T% % ol KT X OIET_ Ki
. e e . . E — oy < o H T T = " &
._A—- o o .Ao 1 | | | ﬂ_ _A_ m_ ol_l ° .

45



PN
(=]

NERN

Al AHT 1024 AMd| A0
2of A

Azn

DE
EN

0 =
m_____ oI T 5
110 - -
s K P oo X
ZR o] &% L 1
o K Tz T o ol ojn K X S ok
bA = ) o Ul R
J lo M_Au < o ..Ml_._ K108 mmm_m J_%a or @ HT
o s st & alf o oK o e . 5 A% o
) S K zr o ok a3 K I < ol = = —
i 0] e To b = oK 1o o o X o< B ol
oy Al jd o < o O K — 0 0 od I — EIRE =0
o< < oF T =l o .xroo. N - T ol o o o] ok = w_'
. 203 H TOF 3 of Ry 5 noE T RZ
o -4 - ok W< M 1 Ho Ny “ SE < N0 =
T W7 7 HETE S ns K o < )
o K ) K o8 KO 5) o p © o= ol
Box Lpawn SR 3 g BB onr u
KT o oo &y @WK iof RO = o M D= %0 o 0|
R 0E Blgr g X o d N e 4
= = s @ o ° T WR s T T = M ol O\ -+
70 _— o 'K W <o o 10 N gk or oF gl H 4 n 4@@ T
N E o & K0T o3 W_w_ A 20 K M T E K0 Wo» o
I m T Kl K 3 A_M oj) o ol Eo N T AT Wum o] ﬂ'rm .
Loy wmE Ty w sm W - ¥y H ol )
.__o T e - _.=._ ! K by :._
ke - 0 K A_o._ oll oll K rl ol of ok O T 3 < 3
N _ A O = o Kd H ol © N X =T {
- &o o <o _,_M_ IR0 TS 0fo W 0 T N NN_._ |_m
o K . N = —_ ) K =173 o<
pd Lo d N g s 2w ol 5t o R
W T DK 2 KW = X a = i S < [< = <+
ol o < R4 = Do O 7 ST 0 o< ¥ ] -——< 4 .
HT <1 W = N[N zooh ol F J = o r = w3 T =
I — b Slw O 0 K = <+ T <o A i
(o) @M_m 5 O =R TK = T Mo - ol o <o g o <oof K
- ot g X NE R mld ol_mo I = o a o o3 BORIB o< A
Fi leE T mE B RS T NI A B 2
) zE ® N K O mo g H = <0 n o ot <0 % i)
N RO G LR 71 K w0 < Hos o - = ~ g IF O Hi ol
R 53 KOO = X5 R ORE e 355 5 © RLlol R=0 Ik
S 3 H S oy T T O = A —_ 0o 3o Ador 2% !
Ks &30 7 Rl Y T — of =l o & noog *® S Y=<l o==X Kl
S Do 3 < O X g - .. X Q% #H DR g =<
Hg =i 3 ¥ To < BN or R dg e % AR ‘w3
o &:w_ zr %0 o WU ~ 3 .. = o s _%Lom_. BRI 2
o O Kol < =0 0 5 Ul qorm K moEdE T of .= R0 oF &, O
O mqy ~ A W < T me RO53 5 T3 T =5 3 Ho
iy N . > -1 mir T KIt T o S 0T ol
H =p E,* . EX Ry o o<o 3 S H il H E_.r o= )
w0 D nol® m oo U 3 g W4T o o umgr FEF =
ri o o_._% G o o s D - s 2 HOMH_O oy 2
T s = Mk oH a2 o a3 Kow w L H0 2 op o R o
Ry z K SwEl S KO K op <
=Tk L= kK =W Tl —eor < H 0K Ho o RE fuHe 1H
xI me w K 7|1:uooTA o= 20— W o AN A
K0 0F B ® KO E=° mT WEIGr 1 o or o o U W SRl <&
QOF S RS T o ~ e mu ol H k<o HI T % of n Mo meo_an o
oW R o =T e Y. L h{a oy EX 2 W ERL
¢ . o W/l I @S _.ﬂ R 1 MW@I MH_._M_E_ RITT
. A HE 5@ D R < NN o 4%
b OMEL oW e KR AT
- . 30<| 0 H0 S
. . ._n>> 0

46



=
DA 2Eo| AL Sxlo|Met FHE B2 ol Sz 2o B3 £ ASslof ot

OIE & ZA| FR|0IA th Atol &4 U I|S5 {2 HUBHIAIR. ofuf ZEES HOIS FR, FA| AHT
224 Mu|20] 0|98 HZISHIAIL. - el2trs H16TolM &S 4 AZLIct

Azl LS E of, w7 | X0l WoiE SH 7 UK FOABHAAIL. 028t HoiZl HES H7|57| Hof
ol £Eo0| x| E= Fx| AMAM2|of H5HX| eHEX| HESHH HelstiAL.

% N (ME 32 S AR MHAIS 083t0f HONY malxte| X|AIS otof Fct

Bz HES HEo| WA 7|5 ST oA S sHot Lich 7|F S0l XY g2 M3t TS
= 22 olux| B2l 3128 Tafslof shui, Aot ZBSHE L 715K MeS meishof Bhuict
Zxle| £ES 70° C(158° F)E EB5t0{ JhAshM = of Lok, T2{D2 FA|S i ALY =5
Shx| 4, 71 QroZ TofAX| el (M) S WA OHIAIL.

D7 Hoh2 AHEstei e F9l 2571167 C(61° F) ofa2 HojHAlE of =|of, @Etoll HAIE 7]% 5
Fol ecEct 2o o Fuch FxlE ol 7|5 SToll WAl MAI=0f YLct

Txls FE Mol A T FAl Y2 AlREIct

4 FxE olo| YSH MES HHSHE o ALSELIC MRtA T2 2E A2 ST ¥X| 8hE A
goz 7HF ot

Mol $MY A2, NBE NES BohH 2UXL LS sof Eict

Al 77t 20l AEfolMEE SHEE & UgLich W2t pof ZWo| 4 & ULich QX S Y
2 Wep 2ot 355X 92 & YsLich

> 52| Auiet 78 Zajel Aojofl ofE XIS 7/0f U0iAE oF ELch,

> A= HE D HAS s FAl S & & Y LICh 21 ohS H | ChAl Eofof Bhct.
HE Bzbol| o2 Ho| U= ke X HHE WIIHo= Mok Bict

2357} L ARH(8M 1]gHe] of2lo] T3 2 0| S| BalN, AUN £ AN Se{oz ol LS}
X|A| OF2fioll M5t T 0|88 5 o0, Ofi 3t AL = HA T £ 4 g Lich ofzlol
7 BAIE 7Hx T SORA = o Fiick

A7t Al SE 57 LML B7) Bofl ZaE R0| W2t Eoof M3 AoEH FLich Mt 2
e 1Moz Fxle Holg +aioz X shok gt

Mol MAHBE7| 9I8h BIEILL MES SHES ALS SR OHIAIR. T2 B B x| 240 Yojg & Uit
wEst A= Rl 7 (MR E ol FHS U, 1 F TEE 5 Uit

7| S PSME BRIO| HBEE WA FHS E4310{ |2 0| HI|S X2| B 2T EHIAIR. of
o THo| = 2telo] EMEX| BEE FoASHIAIR. HAS 2ut H|stei FErel Yof FBo Fel
St

ro

47



2
2

DE H0jf R-290(Z2EH) L R-600a(0|LFE
1

A2 FIZ 54 oH8 2 23 X8

>
o
Kl

+ o§ R-290 % R-600a= DINEN 378-10f w2t oi 18 A30] £8tLich AFSElE Wojis B EoA]
stolgt 4 ol&uch. « dof R-290 % R-600at= DIN EN 378- 10 that obxt 15 A3ol Zgfich. Al
25|= Yojs FEolA FHeld & UFLIc

- dojs elstao] £2 SFLCH 5 AP doly} WLyt Eey 7jA/BY| BEE MNS Ao
20 % it T2{pd ol F s O 54 stx) R0l i Eerol Aolo] & & gL wath AMat
2(2d, B2, =& 8, =2 Eo) oA B2l ulof5oto} Bk,

- oA MEfo| Yolis TR0l S4S Yook TR Wol/ AN el Yol HEK g
L1l A2 BESINAIR. 2otAn} B BUS HBIHAIL.

« B BRFOIAA) ] EETE WA DHIAIL. AMME| RES Mx|sts D, EETI} w4
x| BLEE FolstHAIL

+ BY| £ B2 Wokstal 2LoR M, A HED J|Et I ALo|2] H L HEIE EFUAIR. - 52 A
S M5 A=

« Mol FIAH DS 71Etsty] s MEL AN HESHE X 2ol THE ofE AN Fx| £E e
CHOJ: BO{LHE T7)2 AFSSHA| ohAl2

. dof 322 A4AIFIX] OHAIL

« AHTZ} Bolst M27H(7hetd Wojof © ate | l)ok K| Ald| Y W)
Selat 4= Ugich ofuf Wol B2 N W Wof B B} s B2 ES

of gt

E s
- o
El
Ho
o
g

rlo
bal
{0

« ZE Y| 2 dofl M@ EHOE Eot Al 2SS STolof gt A ol Mefo] E=X| ot
Oof ghct.

« 7tedd Hof R-290 = R-600a2 AT Fx(et Hd L (HEte2 HxF Za|PeehE ol
M)7E A ERE T ps
il 22t A2,
MEZE Al Al AHT &x[o] &4 zletd & H7| Zlstdof tisl F2|& 725Uk dof R-290 # R-
) | F |

600a, HIEt AN (B 22 AS
&2 0|x[X| &L

48



1. ddh =

i

AHT MEZ& ©7| ¥ dAEX| 2| /| 2 LX|o
st EU X2 2011/65/EU(RoHS2) X 5182 &l o £
E, "7} 4 F7tof chst EU #& 1907/2006(RE-
ACH)E &&&dct

HME=LA= HMEF MA Al 59 =257 (R-290), 0]
22 EHR-600a) Hof, 3 H o gha x| EApA|
of Ao &x|e &4 EEtM I 7| XstMof oy
aff FolE 7= EHct Hol R-134a % R-404A
= IE /™Mo Z& =0 UE

x| T2 LkSER|S (GWP) 8 2Z 4|4 (ODP), 2
Hofl wat Abg s s dofs ckg Eoll JIRI=of 9
guich,

rm
lal

LHOY GWP oDP
R-134a 1430 0
R-404A 3922 0
R-290, R-600a 3 0
xle] B7] &8 1m AHz|olAM =[Ch 45dB(A)of|
L=

bal
S

| &o| HHof et o E = UAFH T 7
= i =2 AHT #ojFoM Fele
dHAM HIO|E A|EOAM Eeleh = AFLIch

{271 HR5IAL ALS HHAMof| Zholl 22AE
= &9 AHT 2] M0 E2|stHAI2.

e
o

oNrft N ufoA
30 0% q 0

1
1o 0
>k
e 09
ok gy
el
0
Rall

Lya on
> e oy

- Mz 2}
- AL EA

- AUz eol 2 7|2 ojo|Ef (AE Abe)
- o %7} 712 ol

\J

Zx|2| 7|A Hof chZ2| YEE ALetet AE[A

1.71% 532 IS0 23953-20f Hel=lof Yoo, 2t TA|E
 A0) 9 25 W Fuel 3o A STE YAl

oAl 71% 53 7(35 C, 75% H)& c+2g 2lolgtuic

-35° Col x¢l 2z d

- 75%2] Atf £ (35" Col 2ol THs 2o

FZ IIE)

S 7
> S ool et el Al Fbis
23 F2US H88 5 FA| HAH
A2
> Bz} HE FAE HES FX5D,
el HES Sul2d JlSets &A=
SAl 87 BEBHAIL

= HMZo|Ht ool
= (Scooping) &
tS 2ol AAI= A

H o
o
1o
Hr
=

e

0K vy OM
oA U=

Fﬂi_'

2rr

e R

A

5'[9>_>¢

rr=—
obo M

o lo

L%f—o;

™

b

o

A

ins

ild
mjo
HT
=

T ol
=

e

4 2
lo
ol
>
N

]
r

0z

Rl

=

4r

lo

Mo

£

il

10

H

2

O

— o
ol
—_

Pl

Mo
LYy
PN
FO ol
ok on

fod
o>
r
¢ 1

20
g
10
o

S A BEOf I A}
Hy|Moz MAMoF gC
| D)7} EHFH Hoke HES A
= ¥o|xoz MAsHof gt

W by
pal
°
- 00
ro
B !
4
mjo

(

XrraZoz >0z
Mok i 7j0 A wo HT 2
1o
H
ol

o
il
o

el oEo = olgh fuof 2

A2 2 Z FelHo| SZ5HH utd

2o HE FdE =eg = AsHCeh

> 2= SR He2 ds Fxlo st

= Aol gX|ELch

AHT A& Fx|= ctedet x| HE (x| 2H) ez
SeEHoh e, dx[Yo|Ht Zold HiFL Es
S 22 AX7F AMME 2 S5E = UAFH

© W7 Al SEFT} B BT Sof ZEE
Foiof 23| PoiE | Huich
xle] Holg Sl

ro

49



M2, 2, =0l Kol
A2 AR S

7‘*0}7| Holl ZA| syt AHT 224 Me[2o0f

4012

£ =|7|5t7] FHof o{7|of HOlZl 7|5 &&F
l'—x| = Zisl0f stoch.

Skt o

AHT 1124 Ati| 2of

) X|of AHT AMH|A nreuou
A-Iljl/\ I:HBE Il-x|0-”
L|E|-_ M| A I:I,_i

tZol| === ALt
72 =M= 2

rlot

xl-jclE M;‘;lél- [[H PNPN l:-II 7Hoo.|| |;|;|.E|- 747:“
.I

M (o: HH, } | Atfoz =25t
50mm(1.972l% I)7._F7—1,§8( 5) EAIZE A= 7
T 525X 7o Z F28 100mm(3.94
2lx|) ZHA S -’.f—fv‘-ﬁP’élAlS’_. S I|IES %=
HAE 20 S SE LT

x| YoM 2Z 0t dYALE SX[SHYUAI2. F

2w MR (o MT)o| Tl ok B
x| OLAIAI2. Bx| oto R S07hs B E dulAl
29 B|g 3718 R0 Txlo] 452 "ol
2 % glguch

x| % TR B0 (M AN B B3l 2908
2E{7} 2307 2E = DHMAIL

%12 74X Ale 912 o SahME oF Euick 1
Al olSg 22, Hx7 AU
DEAEEYS LS YR EAY

I 2ol FasiA = ot Euct
% Yool 42 2o MEE FASHR| DAl

FO fo of f1oH a0 S ux [Rr|r ok pQ _".ﬂiml

A (7l £
SHUAI2. 2t
Lt

Ho|A S(FM At)oll S&F= tis77t U= &

xlol 740,A-ix|ol- [[HI | E SkA

= 7tst dEjol S5 & E2f0|E ofzoil

FIl0l S22 S| A=A F2lSHHAIL.

- 0| € S0, 35 E2f0|& 21™st7| 2lsh Flo

THE £= A2 SISEHA| s

o 1
4o
)
2

Ol HR0lE 2t x| ol HEH = x|o HI| B
Z slAtel RN Yyisoz st FotE
= ol obdl RHo| RoI5HT ol2{E FHE FS
sfof atict

79l Fet o el Fupgs x|o] YEof YA
| ZH7 L ataof gk



o
r2
i
OH
il

>
oo
K

ﬁ UMz 2lst 9
F3Fol2 Qlsl At2to| 3| 2ol ==eE 5+
&L
> AHT 3¢l H& Ql=zdat XM7| A|AHof
A Etst = UELCh
> EME Mol old I=E= AHT 291 A
2 olzdnt mAg 5= St
> ChALS] AHT 2 MH| A0 22|54
A2,
Azn
Zd AU S|z 2olst 2H.
O EME E= A% AHo|2o| A 1t 7
Sh7F o™ chet 4 oo W SR E
é ozl £ &Lt
» s EMEE
ALSSER| OFNAIL.
» A% Ho|lES
ALSSHR| OFNAIL.
HE x| 2O SHE FX|QJuch MY
of &% uf ChF &= FolstMAIR
-3 g

« =& Alo|=9 F& HX0| 2.5mm?20{0f gL
ch(ol=: AWG 140l siiE). Bt=A] 38 Aol
2 AtEohol gLt 5 B AFE2 SIS =R

etELch

« XA M S|27F U HE x| X 24
7 o|Ale

6.2.1 &8 3|2 X}EH|
xS FABCE HE517| 5t o= A AlZ}
XA 5|2 A7 |(2d 5|2 RHEet7])7F A0{ok &
S

21—

zchol &S oINS TA B
£ Fxlof chaf KA £ &

6.2.2 5 x}EH7|(RCCB)
VDE 0100-410(7 &2t &4 H{F)of mat =8 X}

CH7| ALS 2 At HH[2] 22 "2 9 H ZHE
of chgt F71 25"(411.3.3)2M #H =N UHH

CHEY, LAEEZ|0}, AQA0AM} ZH2).

2 of =& Act7|E Fo|siFotof ghulch AHT &
x| o] =Hof thoh M= AbA| +H RIEt F=E ALE St

t7|E AtEE o, ALEstE 3|2 AT}
7 2d)ez dAE 0] Aojof 7
|o| d=ofl thsh EAts ctE2 A

yH Mg 40A
EERL 30mA
E2lm 8y C

RCDE E] 2ch 2

x| 17)]
7} B2ral st

MCB St

&1

. st R R
RCD/MCB E£&H%
27} olate| Bx|2

[(d=/o|=: RCCB) E+&
Atz (d=/ol=: RCBO)O|

1A= oF Euich

— —

51



DE

ok

52

6.2.3 RCD/MCB S&f& XIEH|(RCBO)

ctS ot 22 RCD/MCB £33 tety|o] R 1
70 EE= 2709 Ex|of Cchel &=Lt

x| M= 1 2

s4 "C” "C”
4R 10A 16A
EZF TR 30mA 30mA
w4 "G” "G"

2L} AHT= &bx|gt $t che] RCD/MCB £8H
et & AE gL

2 & 42 (load shedding
2 0|2 ¢lalf Zofr} e AiE
=X pf&LCh

4> fu
30 H
N
Ao
2
ol
0k Mo

- SEY U = Hro| =Y 4 A o[S0]
UE R o] 2, 2 R0l stLte| FopxE 2
MEZ} 2Lofof et & 7He| F=ol =[cH 874
of =Y iZ 2telg e =+ UAF U

(=)

7. A28 LIS

x|z Al2det7| ©of +16° C(60.8° F)2| &

=& FXsHot g ch.

2E Fxlolle 72 MLez B Es A AHIL

= 0] AEFLIC ol AHE Tx|o| SHLE &SS

2l 2ot

78 HH

- 72l £20|= FHH

- A AY

F2| E3¥ A (Sao Paulo H 135 % Sao Paulo

0

> FE| AHHLL AH Za| Atojofl ofH EX T
710{ QoM = et Euct

> BlE HE M2 HAS 2lsh TA
o %= Utk a2 g ekHsl of

A H
gt

bal
S

ol
Lule
Ra N

52 0lr
bal

ol

ofy
=

=

mgk

0
il

¥ rlo
il
o

@
s
0
P
i
oy
fo
do
ok

-I§_|I-3

mn
rir
g o
H1
s HI

=

o

02

J)-|l ]":l
i
ox

all

!
|

|>
N

e
=2

HH | =|

> urr-
=
I

0 =2

©
20
tnrjr ot
2 o0
o o 04
> 1>
[

UF L F
=]

oo 2o
23

_|.I.I.

>

El

8 1: "L 7} U= D-lce &R

0| M7} &&= o

=L HH.

StAl Z==517| #lo &
|0f A204, Of L7 W2 A~

of UAFLCE Hx|2
— =
7Hel 2|F Zold Ht

UFH C

x|
B
7|
2 ES £85t= ZolY i+
?_

& lguch (- a3

Einhangekarbe mit
Abstandhalter

e 22

10

ERECE
ZA| M3



« FHE FIt otSol|l =&5t AL chatet 242
HtO 2 AL S| = oF =L},

—

NN TN o;<A7I_ |:|I~AI-|;I_7_IL_|_ 27| =of| =g=l

Ho| Hzt _u_|:|:|o“ M5 A=A Eulct w

aw 2UX= FIIHoZ X2 MolE &
oz 23| J(1|7‘| siof gt

>

ojneiEoz ols Bl 9.
SiSE 2ol Z2fitel olneizg Yo

8. 2= 3 A Mof AILH

Eth
o MEo oisl HEcoz M= &
SHAAIL

=
ro
H1
i
FH
4>

H

2 FANE(SH A= HE 2EQ
= X W 2 FAgHC}

A
Iz
2
e
o

O FAIRE MZAEHO| = Fx|0| B Hpd Bl
of 2TAlZA EE QB ob wol LY 25|
24 d7=of g + Az

ST AR} gl BxIS B AT HE Bof
TS 52 A2 AL T2t o] I A
Z 2z}otlet ENNOE o7k Of ER 2T 8
EAISICHE M2 ROIBHIAIR

8.1 &% 98

WS A= RS BE(LS 2H)8O2T A

A= AF L
AtE Hel(AE =5)ol| et

ME CHE 22 "7t M3 E Uk

2 ¥ ALE S5 2 xH7|
1= olm A olo|A=E M AEH
M AF olo[A=E A B AEH
("Scooping”)
D-ICE D-ICE* FX}AL
_;F_X-Ijl

*D-lce: -18° C +/-1° C(1.4° F~-2.2° F)o| W& 2%
2 E2 2 He

[

x| B Ao w2t
e e 2gzte
Chs B I-H01IA1 Mz et o UAFH ok

712 ™A oto|a3 R -14" C~23° C
(6.8 F~-9.4° F)
=M A8 otojA=az 6" C~-23" C
("Scooping”) (21.2° F~-9.4° F)
MEABH MA:

CEAI1: 72 oS
I|:_|'7:"4: g“jg' o ==
CHA7: 71& B 22 MY

i

10

o

r
|> Jlo
LS
~~ o\l

in]
]
o rm
H
o P R~
b 2

1
n

—m
s
¥R
rok

T8 2: 59 87| DoIM HRA 4

9.2 MxIA] 2= ZHT| DIXELL

D-lce® Zx| ZEof= "DIXELL” R M4 2
= =ET7F FEEO AF

ZE7IE Hetol Axish Yoo, 470N HESR
xag & dguch x% 2424 349 HES
olg8 + Youi, et ZHo| BhxI=l0f YHLch

53



54

J813: =&7| K9 DIXELL =%f 49} C|AaZe|o] ZA(7]
=

= r s

[SET] HE SR
SET S=2d_ .. s 5
5t Al A—II—I = 2g7

—|-IJ-A

-19° C( 2.2° F)

[91] £ SEU MY snue
A Gy
(-19° C01|A'| -18° C
2)
(-2.2° FollM
-0.4° F2) 29 %

UF L Ch

3. [OI2H] HE V Eﬁz,tgﬂg 2gzie
Z[oh 1°
(-19° C01|A'| -20° C
2)
(-2.2° FollM —4° F

2) & & JAFUC

ClaZefolol c}E B E HES
EA[ Aol ol 2 gu&uch,

ClaZefo|o] BAIL U 258 ZoiFLCh Wi

2EE 177 C~19° C(1.4° F~-2.2° F) Afo|

of Mgt BEe 5 gLict,

e Al(M e 9ix|ofl et BRE e 2o
8

o] 28 WS e 2EYUS 1 C(1.8° F)
Sz £ ol2lz WAE £ Aao,
> o BE gloyAR

9.2.2.9.22. 587} &Y

HYE SHU B
[SET] H Eg TEUHCh
A 271 W7ol
5% 7|ct2|7{Lt [SET] HHES 3 ¥ o F5U
C|
Az i KO THA|
MYE SEY HA:
[SET] HES [ 2% S FHLUCE SHE400] T
FLED 7|=

AL

O|o{ M [RI/[OFRHl HE S AlE35t0{ S HEZ4S =0|A
L SHE 5= &L AH MM oIX|2feoz HES
FE2 2 E 15% & XAE=EL 2 H2E|L} [SET] H
E2 F2H Mg EuUc}

o
N
w
0]
> di

25 HA|X| ClAZgolof] 27 ZEX(-3SIEt &

Ax)E 2L HZol BAIELCHEY FA|)., =

JtE M3t HNE E5 83 AISE 36y T

A& Ch

11.2olo] HES BH FE2c=2M HES (AR
Jhs3t Z4<2)o| &olguch,

22 .28 3= 287} MAZ U] (R H
Zro}) LlER L Ch

R I o|o|

P1 AU MM HE s gle

HA e 2z a2 48

LA L 25 X2 HE

10. =7

At
. Hest NE Bot 250 T2 okl ME A
Zg 0|23 JiclgAR
+ HES YU MUs SHoze BXES ofy
A2
X0
'I'-—I
dS Zx|of HxYe uf 2 2E, 2o
Sag g+ Ut
> HNE o B3 TUS ABHYAIL
s mx|  obmelo| waE Ny ¥
AbRlst Btz MmE & dguc
ELPEES

JdB 4 XX 2A| 7|12

M ZA /2= dYE ME B 220t B
= x| fEHo



11. X2, Ml&, &

11.1 FX| 2

ol ¥x= 72X 2 RA|EsT eIt glELCh
a2 ofs FollAM et o2 Fx|o| dollE HA
5t Maofjof ghch.

11.2 M A

- Ui 3 w0 AlstH UE A st o Al
=

= =
WO CIE 25 EAIZ O|0{E = A&H )
H]

of a2t mjuf = (Z ol =™
H]

Z=0| &F 10mm o|Atez F
= =0{of gfcth.

—_

1

bl
0
M
0x
O~
ro
M
Hu
)
Rall
0
>
2
I
2
n
rir
-
T
o

- EAbE Hae o B3| A Ay WS
Fgtc
=l

. ZY B2 WX 2 w5 TTE B e
£ R

o
o] &&& fIgol U=

o
ALHEHOIM =2 5 A7| wizol T

H4| w= Il MAE R 9 22|, 5

AN @M S5 ol Tla BT B8RO

olzx pte Mats Yo 4+ Usch

» R-290 == R-600a & %2 2% ot
£ HolLt AHX| 2 AL3}0 2542
Rt Al 2

> WE7F RO E Z2 83 05}
= &4 HBHAY| £ FAIRH|
ok AL BH Al 2

4. 221g Y BE HMM2| LE (O BT

o %z ok =g o
ok

-

Lo |4 Emo > 22 200

=

ol

i

—_

st Zh(=H 7|
= mix| s 2

~

H1

1S5 T8 Z2tAE opsi(op7H7t ot



rot

11.33L 2. AW 710|= L, x| T L HHSH HAM A
2| REZ2 Mo HS ALEsto] HAst & iR
; 5t Moz 27|12 wopdu ot
A 7471 o L
o-= 3. MAst FEZS CiA| Mx|EHCh
a4 A dof FE2 2lst /™ I S8 S3H 2 AlR510{ A x| Zafelo| 7}0]
=7 HAT|Q EHR =9 1ot HA = o M 2 52 TEFLICHAHT #of
—_ =
Jlel £ fetoz HMy| Mol W MY oM Tl 7S et SHAAMR)
X|7F o= doff 5|27 &4E = QL _
& ch, 11472 L
> HAE Qo B7| Mav| EE Dok A e A ——
A AIE:
I~ = _ -
A-r-?- ol ol 9ix|5H(Hzt Bxlof Fatx| o) BEE R
- ~ ole Qa| FHS A7} AHEstE SOt T HAE
2IER ZM2[2 2l 2 ol&Lch
A 9lE
Atx|ol 4722 BAE|Z2 £0| HotE= S
HAbo| 2HAEE 4= Q&L )
X st © kv o = =
> A 0 HIEA| HE X7ZIS 224 - Had f2| BHOl| B2 o Bt NS B2
e X| tE = 511, 0|o{M MEE E 00| CHA] Z o}
= 27| stAIL

o Sk N Ho (= /ck;l CC o5t otFH

- Yag [[_H Tgﬂ =42 wX|st7] 2 .'ﬂﬂl-éjé 2| Alo| MHZ AbE 3 C}
w7, slst Moz ZAXMO| AL, & 2o| 2 o L _
S 2 Qle MMZ TEHAAIL. - 2¢do| Alst A, pH %tol He| B4 (5~72] pH
ZF :,qxl-)o| S2| MEME Al2E = A&L|C
- - _ HA 2 — T T AL
- AHTOIME= Zof HAl 7iRst HS ALE35t0] & < T -
x| S HAsts 7S A™ELICH 20| A =
5t 24 kst A2 A o] MM E AR SH0] HA S &
— = . — [=]
= AZ FEHCOL 34 81T ) + Ol AROIE A0RY (2141, o10kY) S AL
- ®Mol = 9o Must 2T} Zo| WA 5 Q) slstM oz MOl MH|, pH 2k0] ZH5H AFA (4
&L ct |2 F{He AR oS & - "|a| HA” ojgh) = AT d2e|d(8 1) el MIAIE At
ol 4 x|&S =Fsof guct 25| 0HAAIR
- &2to|d ZQlols S5 AL AUGLCL A - BL F MM BFS0| Fal AS2H| St
Ho| Zato|2l 7|52 YE st AlEj2 K|35l = g0l = Mol Hot K| YR Folsty
o2 Zaele] =10 HX|E MAs o &t ct A2, ZHRE0| A2 ™ FHO| 7%’% MF—¢—IEII'_47I
. I SAMo0| HojE £ U&uch mWaty |22 WA
AU S wEd S SO ST S 2 5 % o YAIE WRE 2T Mels W M| E
I =] AALEl o5 I = = = e
He AlF o} EHLICH

& |

HAE A2 9F HAS S8 09 24| LYt
CIS1 20| HASIAAI2.

-

N
T
T
il
N
_QL
K
N
T
T
=
=2
rlu
%
o
0
F>
o
d

- 22 M| Moll, B FElE Hiol AR
i sh= 2D} OFRZIR| 2 BHEA| 74323 Alef0fo} &
FH H{F2| HA XA Lok ” B
il s2lo|= 7y 71E Xd - Ch2ol Ea Fd[7F AFE U
- " - M11.4.1%7 4 - Hop2 Hmx
=g _ -
7e| S8 7 > H1.4.28 - 2EYD E420] ol AHK| A (of: VILE-
A 7 71& X DAAL XM &
- H11.3% - g2l SUcj(nRR ol ZEE ofo|H) E= of
= ZefZge| FED 0j2 RYH



DE

0l

R
ro ™
%0 ol RIZ0 w o
palil
7 ol
1 I

IH ol 75

On_u_._l

A0 & e <o

T = o<
ol RS 0 OF 5r
® Roa
<F o K
— [0 E.._.m__..__._._._
W Ty W@
0 M.o_.._ _u_u_@._._
o oy Fao
_m__u* A ookgr
=
O_=._ ﬂ__OIA.I_
wo .A._m_:._
51 M o wo iy H T
| L o]
v HuZOgiy M
i mE dgm
Zion Hul o B OF
wmol NHEE g
ROEWS Ao @
T w0 RRMo B
TRORIgr A N o
Mrvl alfook KO WA IFm0 o
| | | -
=

—_ lo
T ol or
ol 'K oF
Irs
ol T r
3 IF 700

_

o1 - oo
Hed KR T

4gtLict.

u = Clsa Z0] &

1o
0

o0 Ul
ﬁ@ <+
1103
qES
RO~ OF

NI E3
0 <k My
I 0
- o
olx 1
ENEE| et
mE S5
ey &
oA N
< il
N
o X il
LAy I+
o T _
_|_wo = __o_
__OH_ i .__.H__-O
o L1
s
G0 WO )
-]
g ©
K] 1o K0 —
KO o ol  F0OF Ki
. K
N
T W K
&1 20 K0
T &IUHo
T 0k 30
0H o OF
~ TR0
1K .Ol_. ._._._lg
Bl K <
® KO op o
oF o T T
= FAATI {o
H__l _uﬂ .mur._ mM
nl__H ﬂ _t m
1 OF 3 &
T Wl o
OF w0 <4 30
0 M &0 &
Rl BATT
_._M___ S RT T W
. <

™
il

MLt 7| EF MIH

el M

| & 2271 7] 2ol of

ol 5}
AHZ0l A=K &t

=
0

A
=

of
=
=

Ko o 14

—_

< NI O]

4 F|

Jl 11 KO0 ol
o6 0% gy ol
SN Fupt
o0EEIRX
M S0R0S
o <

RN m
<<FMH
= o 7l
nmr<x=ao
or 3 o
202 I[d
H = A
.._M___ Bl 1]

CRAl 25T

57



DE
EN

eh=01

58

. ol ZPO|T HHE T2 A LA ehet HA}
Zofl =&51x| OHIAIL. =2 Ay 2z ol

a7k abe 4 Usle

—_

14. H|7|
A =2

8t 2o} w7| RE (ol R g
)o| 242 WEEE) 2 x|oio| m[7|2
eiolAo| 7ol mat Bx 2 2
A w7 | 5HA A2,

£3| ojot CHATY (HEIO 2 YEE
Za|PaEE) | obxlstn B
ol w7|of| 7o

¢ N

I ™ C kol

Y o Zdm

> u|7|e o Fx
(]

—
st !
= SR ebA|

gxlol= LdHe E HMME| FF0| AEH

-H RY 28X
- B2

O Fxl= AHT AlE ME{olM 45T} obxof chal
Mol Bl AE = Q&)

OIS ET51T 07} LS AL, J}E MK C}
2 s=g MAUSHIAIL.

- del Zeia) 2 A&

- EHlEo] Heto| l7tELI?

LIS 25742 npssst A2

-7} 2 AlZk o] AR

- 4= o HES BusASUN?

- oM e Al7h Hel B2 Ay} UASUN?

- MBAE MEO| LR S

o Zto7} QoM AF st f2lof
2, AHT 12§ MH|AE 555
S(HE Ex) U Hof RES LA,

o HXOIM AlnE2 a5 W/ Es AT TS
Mat= A AHT 1024 AH|

o AHT 22§ MH|A 0= MH|AE {5l 28t 2 E
Jle Y EAHE(0f: ofH| HRE U EE E2 3
2F

‘.

AN
r
o

47t Jls B 2E) 7t UEH

>
0y
5

U 9 Thotd Thao] Watz ol 9
&
125 2
D2 U gm Asto| gi= MY
Rp AR 2t A 2O A Of 3t
o= S & gteLich
> AR 0| R} AlART} 2t AlAE
A2 AHT 12 ME|AS Safagt A
e + A
T2 M8l A0 DS SOlARO| s (0l ®
|24 9l M2, 22| S), siE X|of 2at AHT
2 Mu|2of olEtsiiAIL. H2NE Bes HP,
chg F42 Fob AHT T2 AMu|2of Htsizy

A2,

=2t AHT 1124 A{H|2A
&3} +433614/2451-0
0|H|: service@aht.at



